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ZIONSVILLE

Plan Commission (PC)

INITIAL Petition Filings

Docket # : 2020-43-DP

Petitioner: Strongbox - Appaloosa Crossing - Outlot J

Public Hearing Date:  11/16/2020

Staff Reports and Petition Packets will be posted with the public meeting
agenda at the following location  http://www.zionsville-
in.gov/AgendaCenter
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Petition No.:
Town of Zionsville Hearing Date:
Petition for Plan Commission Approval Recommendation:

1. SITE INFORMATION:

Address of Property: 3295 South US 421

Existing Use of Property: Undeveloped lot within larger commercial development

Proposed Use of Property: _ Commercial

Current Zoning: _PB Rural Area in acres; _ 117

2. PETITIONER/PROPERTY OWNER

Petitioner: Owner (If different from Petitioner):

Name: Strongbox Commercial Name: Harris FLP

Address: _ 7611 N. Perimeter Road Address: _ P. O. Box 37
Indianapolis, IN 46241 Zionsville, IN 46077

Phone: 317-550-0090 Phone: 317-710-1817

Fax: Fax: harrisflo@amail.com

E-Mail: jwilliams@strongbox.co E-Mail:

3. PETITIONER’S ATTORNEY/CONTACT PERSON AND PROJECT ENGINEER (IF ANY):

Attorney / Contact Person: Project Engineer / Architect:

Name: _Matt Price Name: Snelling Engineering, LLC

Address: 2700 Market Tower/10 W. Market St. Address: _13295 lllinois Street, Suite 142
Indianapolis, IN 46204 Carmel, IN 46032

Phone: _317-686-5225 Phone: 317-697-0180

Fax: Fax:

E-Mail: _matt.price@dentons.com E-Mail:  gsnelling@snellingeng.com

4. DETAILED DESCRIPTION OF REQUEST (Check all that apply)

(Describe reason(s) for request / attach additional pages if necessary):
¥ Development Plan O Modification of Development Plan O Waiver of Development Requirement(s)
0O Termination of Development Plan O Modification of Commitments O Termination of Commitments

Seeking Development Plan approval of proposed multi-tenant building on 1.17 acres within
56.45 acre commercial development.

5. ATTACHMENTS:

O Legal description of property O Proof of Ownership (copy of Warranty Deed)

O Owner’s Authorization (if petitioner is not the owner) O Copies of the Site Plan (if applicable)

O Statement of Proposed Modification or Termination O Proposed Development Plan / Proposed Modification
Of Commitments of Development Plan / Statement of Termination of

O Proposed Findings (if a Development Plan) Development Plan

O Road Impact Calculation Form
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The undersignhed, having been duly sworn on oath states the above information is true and correct as (s) he is
informed and believes. Further, the applicant understands that this project may be assigned Engineering review
fees, which are payable upon invoicing. Road Impact Fees are : upon Improvement Location Permit
release.

Signhature of Owner or Attorney for Owner:

pate: _{L00sbohe 841/\ 2630

e X
State of TN )
County of __Roon L ) Ss:

Subscribed and sworn to before me this _ day of @(‘ %vblf g%\ . 9@6@ .
el o Nodalie Lowpr

Notary Public Signatur Notary Public Prinfed

My commission expires @C/\LA@ bM / %/\; FO3 N
My county of residence is @ DO NL County. ;‘F‘-«: =

X T
My Commission No. is /ﬁ/]l'} H O q

X
PROCEDURES AND REQUIREMENTS:

X

1. A complete Petition for Plan Commission Approval (“petition”) must be submitted by 3:00 PM a
minimum of 31 days prior to the initial hearing before the Plan Commission.
X
2. Only complete Petitions will be placed on the agenda for the next Plan Commission meeting. If a
Petition is incomplete 31 days prior to the next Plan Commission meeting, the Petition will not be placed
on an agenda until the P#titioner submits a complete Petition.

3. Fifteen sets of the following information must be submitted, with the notarized Petition, for internal

staff review: X
0 Legal description of property (Metes and bounds description must include a perimeter survey, drawn to scale — or

— recorded subdivision leggl description must include lot number, sectiolY8@mltkr, subdivision name, either the plat
book number of the recorded instrument number and a copy of the plat map.)

O Proof of Ownership (copy of deed)

O Owner’s Authorization (if Petitioner is not the owner)

O Site Plan (if applicable)

O Proposed findings (if a Development Plan)

O Statement of Modification or Termination of Commitments (if proposed)

0O Proposed Development Plan / Proposed Medification of Development Plan (if proposed)

00 Draft of Proposed Legal Notice
0 Application Fee: $ (Checks should be payable to Town of Zionsville)

PUBLIC HEARING NOTIFICATION:
Notice of Public Hearing for Plan Commission Approval is to be completed as set forth in the Zoning

Ordinance and Rules of Procedure for the Plan Commission. The procedures relating to notification of
public hearings that are contained in this Packet are provided for convenience purposes only.
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Approval of Notice: The Petitioner shall submit a proposed Notice of Public Hearing with its petition
for review and appraoval by the Secretary of the Plan Commission.

Notice by Publication: Petitioner shall submit the approvad Notice of Public Hearing to the
Zionsville Times Sentinel to be published at least 10 days prior to the Public Hearing. The
petitioner shall bear the ¢ost of publishing the Legal Notice. The Secretary of the Plan
Commission will provide the Petitioner with the filing and publication deadlines for the Legal Notice.

Notice by Mailing: The Petitioner is to send the approved Notice of Public Hearing to each
interested party via certified mail with return receipt requested at least ten (10) days prior to the
Public Hearing. Generally, all owners of adjoining parcels to a depth of one (1) ownership
surrounding the perimeter of the area described in the Petition, and any owners of property within
the area included in the Petition who are not Petitioners are to be notified. Please review the Rules
of Procedure of the Plan Commission to ensure proper notification is given. The names and
addresses of Interested Parties should be obtained from the Boone County Auditor's Office.

Affidavit of Notice: At least three (3) days prior to the Public Hearing, an Affidavit of Notice of Public
Hearing must be completed and submitted to the Secretary of the Plan Commission. Copies of all
“Receipt for Certified Mail' (white slips) shall be filed with the Affidavit of Notice of Public Hearing.
The originals of the “Domestic Returm Receipts” (green cards) shall be filed with the Secretary upon
the later of: the public hearing or receipt by the Petitioner.

PETITION REVIEW PROCEDURES

1.

An Internal Review Meeting is typically held the second Tuesday of the month, after the filing
deadline, to evaluate the technical aspects of the project and completeness of the patition.
Petitioner/applicant may need to attend these Internal Review meetings; meeting times will be
assigned to each project/petitioner on the filing deadline date.

Once the Petition is complete, it will be placed on the next available Plan Commission agenda. The
petitioner shall be responsible for delivering the Legal Notice (after it has been approved) to the
Zionsville Times Sentinel for publication and for sending the Legal Notice to all Interested Parties.

The Petition and all supporting documentation will be forwarded to the Plan Commission members.
Please supply ten (10) packets of the supporting documentation for this distribution,

The Secretary, members of the Plan Commission's staff or advisors to the Plan Commission may
submit a written report, stating any facts conceming the physical characteristics of the area involved
in the Petition, together with a recital of surrounding land use and public facilities available to
service the area, or other pertinent facts. A copy of such statement shall be made available to the
Petitioner and all remonstrators of record, if any.

The Plan Commission typically meets on the third Monday or each month at 7:00 p.m. in the Town
Hall located at 1100 West Oak Street, Zionsville, Indiana 46077,

The Petitioner or remonstrators may request continuation of the Public Hearing at or one week prior
to the Plan Commission meeting.

The Petitioner, Petitioner's attorney, or someone authorized by the Petitioner must be present at the
Public Hearing to make a presentation of the Petition to the Plan Commission.

At the Public Hearing, the Plan Commission may continue the Public Hearing or may approve or
deny the Petition.
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OWNER’S AUTHORIZATION

The undersigned, /\2\0\0 28 S/ Q/CA.ITN§ , being the owner of the property

commonly known as /q{Jl[? Joesa Cros Sude - Ou £/, 5 hereby authorize(s)

/V\q H‘ P [\ce to file a Petition for (zone map change / variance / special

exception / subdivision plat approval / other ) for the aforementioned property.

Horres FLP ?\Q\’Mﬁ:@/ﬁ

(company name) owner signature)
By: \se,r“l/ L. —Xckl“ CtS
(authorized signature) -or - (print owner name)

(printed name)

(title)

State of :E’ M )

County of _SOON @_ ) Ssu

Subscribed and sworn to before me this _day of ®CAL V) [JM g \f/l\ 9‘@3‘@ .

/ /U éﬂLzb/ le /Lﬂ,upbf

Notary Public Printéd

A

Notary Public Signature

My commission expires @ O)LQ &/r q% / 9@}

My county of residence is @é’@u County.
My Commission No. is /o 7 Lll L[(()q
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NOTICE OF PUBLIC HEARING
BY THE TOWN OF ZIONSVILLE PLAN COMMISSION

Notice is hereby given of a Public Hearing to be held by the Town of Zionsville Plan Commission

On Monday, November 16 at 7:00 p.m. in the Zionsville Town Hall, 1100 West
(DATE OF PUBLIC HEARING)

Oak Street, Zionsville, Indiana 46077 to consider the following:

PLAN COMMISSION APPROVAL for a (@ Development Plan 1 Modification of a Development Plan
01 Waiver of Development Requirement(s) [ Termination of Development Pian

0 Modification of Commitments [ Termination of Commitments) to allow for:

(BRIEF DESCRIPTION OF REQUEST)
Proposed +10.800 SF multi-tenant retail building on 1.17 acres within proposed commercial

development at the southeast corner of US 421 and County Road 300 South.

The property involved commonly known as: 3295 South US 421
(COMMON ADDRESS)

is currently zoned to the PB Rural zoning district, and is legally described as:

(INSERT LEGAL DESCRIPTION OF PROPERTY)

A copy of the Petition for Plan Commission Approval and all plans pertaining thereto are on file and may be
examined prior to the Public Hearing from 8:00 a.m. to 4:00 p.m. Monday through Friday, except for
holidays, in the Office of Planning and Development at the Town Hall, 1100 West Oak Street, Zionsville,
Indiana 46077. Written comments in support of or in opposition to the Petition for Plan Commission
Approval are filed with the Secretary of the Town of Zionsville Plan Commission prior to the Public Hearing
will be considered. The Public Hearing is open to the public. Oral comments to the Petition for Plan
Commission Approval will be heard at the Public Hearing.

The Public Hearing may be continued from time to time as may be found necessary.
Upon request, the Town of Zionsville will provide auxiliary aids and services. Please provide advance

notification to the Technology Department, assistance@zionsville-in.gov or 317-873-1577, to ensure the
proper accommodations are made prior to the meeting.

(President)

(Secretary)

PUBLISH: Newspaper of General Circuiation
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TOWN OF ZIONSVILLE PLAN COMMISSION
BOONE COUNTY, INDIANA

PETITION FOR PLAN COMMISSION APPROVAL
OF A DEVELOPMENT PLAN / MODIFICATION OF DEVELOPMENT PLAN

FINDINGS

1. The Development Plan/Modification of Development Plan (is/is not) compatible with surrounding
land uses because: The property is zoned for the proposed use

2, The Development Plan/Modification of Development Plan (does/does not) demonstrate availability
and coordination of water, sanitary sewers, storm water drainage, and other utilities because:

The project meets local storm water drainage standards and utility availability has been confirmed.

3. The Development Plan/Modification of Development Plan (does/does not) demonstrate the
management of traffic in a manner that creates conditions favorable to health, safety, convenience and the
harmonious development of the community because:
The proposed design is in accordance with the agreed-upon assumptions in the Traffic Impact Study for the
overall development
4, The Development Plan/ Modification of Development Plan (does/does not) utilize building materials
and building style compatible with the Zionsville theme because:

The proposed desigh meets the intent of the US 421 Overlay Zone for architectural standards.

5. The Development Plan/Modification of Development Plan (does/ does not) provide for the
calculation of storm water runoff because:
The project will be design in accordance with an approved master plans that will reduce peak storm
water discharge from pre-development conditions.
6. The Development Plan/Modification of Development Plan (does/does not) provide for current and
future right-of-way dedications because:

The project will dedicate right-of-way in accordance with Town requirements.
7. The Development Plan/Modification of Development Plan (does/does not) provide for building

setback lines, coverage, and separation; vehicle and pedestrian circulation; parking; landscaping; recreation
area or green space; outdoor lighting because:

The project, with proposed variances, meets requirements within the zoning ordinance.

DECISION
It is therefore the decision of this body that this Development Plan/Modification of Development Plan is
APPROVED / DENIED.

Adopted this day of , 20

PAPLAN COMMISSION - 2010




Central Indiana Health Assoc.
2605 N. Lebanon Street
Lebanon, IN 46052

Gregory & Sharon Rexing
11102 Fontaine Way
Zionsville, IN 46077

Willow Glen Properties Owners Assoc. Inc
c/o Community Assoc. Ser. of Indiana
11711 N. College Avenue, Suite 100
Carmel, IN 46032

John & Deborah Grecco
3230 Autumn Ash Court
Zionzville, IN 46077

Dante & Rachel Villavicencio
3240 Autumn Ash Drive
Zionsville, IN 46077

Jonathan & Tiffany Powell
3248 Autumn Ash Drive
Zionsville, IN 46077

Geoffry & Cierra Downs
3254 Autumn Ash Drive
Zionsville, IN 46077

Liu Xiong

Tai Wang

3260 Autumn Ash Court
Zionsville, IN 46077

Bennett & Brooke Williams
3425 Bridlewood Court
Zionsville, IN 46077

Aaron and Nicole Busse
13200 Ditch Road
Carmel, IN 46032

0507228.12

James & Paula Rabb
10960 E300 S
Zionsville, IN 46077

Samuel & Holly Horton
11108 Fontaine Way
Zionsville, IN 46077

Albert & Lisa Antonacci
3220 Autumn Ash Drive
Zionsville, IN 46077

Christopher & Kathryn Fredrick

3234 Autumn Ash Drive
Zionsville, IN 46077

Jason & Jeanne Brown
3242 Autumn Ask Drive
Zionsville, IN 46077

Kimberly Morgan
3250 Autumn Ash Drive
Zionsville, IN 46077

Nathaniel & Kristin Norris
3256 Autumn Ash Court
Zionsville, IN 46077

Anita Munoz-Boyle
3262 Autumn Ash Court
Zionsville, IN 46077

Scott and Angela Highland
3420 Bridlewood Court
Zionsville, IN 46077

William and Brenda Culpepper

3290 S US 421
Zionsville, IN 46077

Brookhaven Homeowners Assoc. Inc.
c/o Main Street Management
P.O.Box 745

Lafayette, IN 47902

Boone County Commissioners
c/o Boone County Highway Dept.
1925 Indianapolis Avenue
Lebanon, IN 46052

Julie Fisbeck
3228 Autumn Ash Drive
Zionsville, IN 46077

Gregory Lutterman
3238 Autumn Ash Drive
Zionsville, IN 46077

Brandon & Ellen Coates
3244 Autumn Ash Drive
Zionsville, IN 46077

Carolyn Nguyen

Halena Lu

3252 Autumn Ash Drive
Zionsville, IN 46077

Anthony Teal

Limei Huang

3258 Autumn Ash Court
Zionsville, IN 46077

Andrew & Kristin Hillhouse
3266 Autumn Ash Court
Zionsville, IN 46077

Keith & Mary Beck
3145 8. US 421
Zionsville, IN 46077

Jerod & Mary Leman
10655 E300 S
Zionsville, IN 46077




Ronzld and Mary Wertz
10702 E300 S
Zionsville, IN 46077

0507228.12
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Donald R. Mosson October 1, 2020
9EALand Desktop 2019 Projects\1 9-090\Descriptions & Reports\19-090 Outlot J.docx

LAND DESCRIPTION - OUTLOT J
October 2, 2020

A part of the Northeast Quarter of Section 23, Township 18 North, Range 2 East of the Second
Principal Meridian, Eagle Township, Boone County, Indiana, more particularly described as
follows:

Commencing at the Northeast Corner of the Northeast Quarter of said Section 23, Township 18
North, Range 2 East; thence South 88 degrees 21 minutes 17 seconds West (Basis of Bearings:
Indiana State Plane, West Zone, NAD 83) 1298.66 feet along the North Line of said Northeast
Quarter to the centerline of U. S. Highway 421 (also known as Michigan Road) per Indiana State
Highway Commission (INDOT) plans for F.A. Project No. 221 SEC. A, dated October 6, 1920;
thence South 20 degrees 59 minutes 37 seconds East 1301.82 feet along said centerline; thence
South 20 degrees 54 minutes 20 seconds East 579.20 feet along said centerline; thence North 69
degrees 02 minutes 39 seconds East 50.00 feet to the eastern right-of-way of said highway and
the POINT OF BEGINNING of this description; thence continue North 69 degrees 02 minutes
39 seconds East 300.00 feet; thence South 20 degrees 54 minutes 20 seconds East 170.00 feet
parallel with said centerline; thence South 69 degrees 02 minutes 39 seconds West 300.00 feet to
said eastern right-of-way line; thence North 20 degrees 54 minutes 20 seconds West 170.00 feet
parallel with said centerline along said right-of-way line to the POINT OF BEGINNING,
containing 51,000.0 square feet (1.171 acres), more or less.
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Electronic Filing 1 Nicole K. (Nikki) Baldwin

From: Dominion Title Boone County Recorder IN

Thru: Simplifile Recorded as Presented
000 0 T 0

WARRANTY DEED

THIS INDENTURE WITNESSETH, That Lynda Sue Chambers (Grantor), CONVEYS(S) and
WARRANT(S) to Harris FLP (Grantee), for the sum of One Dollar ($1.00) and other valuable
consideration, the receipt and sufficiency of which is hereby acknowledged, the following described real
estate in Boone County, State of Indiana:

SEE EXHIBIT "A" ATTACHED HERETO

Subject to Real Estate taxes not delinquent and to any and all easements, agreements and restrictions of
record.

The address of such real estate is commonly known as 3401 S US 421, Zionsville, IN 46077. Tax bills
should be sent to Grantee at such address unless otherwise indicated below.

Grantor certifies that Joe Lee Chambers and Lynda Sue Chambers took title to the Real Estate as
husband and wife and remained husband and wife continuously until the death of Joe Lee Chambers on
April 17, 2018,

IN WITNESS WHEREOF, Grantors have executed this deed this 11th day of December, 2019.

Y,

Ly Sue Chambers
DULY ENTERED
SUBJECT TO FINAL ACCEPTANCE

AUDITOR
BOONE COUNTY, INDIANA

Heather R. Myers

HEATHER R. MYERS
Dec 16 2019 - SL
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ACKNOWLEDGMENT
State of Indiana
TN
County of Hamilton

Before me, a Notary Public in and for the said County and State, personally appeared Lynda Sue
Chambers, who acknowledged the execution of the foregoing Warranty Deed, and who, having been duly
sworn, stated that any representations therein contained are true.

Witness my hand and Notarial Seal this 11th day of December, 2019.
My commission expires: 1 - \Ul - 9 /}

rg\g/
Notary Public ' °
Residing in »\W U —
Grantees Address and Send Tax Bills To: O S E Cr: DAr S‘fmﬁ Urit . Zrsusalle Zn Yoty

This instrument was prepared by Robert R. Thomas, Attorney at Law, Landquest Title Services, LLC
DBA Dominion Title Services
4600 NW Plaza West Drive, Suite
C, Zionsville, IN 46077

KRISTIN PETERSON
My Commission Expires
H Juty 14, 2027
! Commission Number NP0721276
Hamilton County

File No. 20190688

| affirm, under the penalties of perjury, that | have taken reasonable care to redact each Social Security

number in this document, unless required by law, Matthew J. Kaminski
Printed name
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EXHIBIT "A"
LEGAL DESCRIPTION

Part of the Northeast Quarter of Section 23, Township 18 North, Range 2 East, Eagle Township, Boone
County, Indiana, more fully described as follows: Commencing at the Northeast corner of the Northeast
Quarter of said Section 18; thence along the Section line, South 00 degrees 00 minutes 34 seconds East
2276.31 feet; thence South 89 degrees 59 minutes 26 seconds West 85.21 feet to a concrete monument
found; thence along the West line of Lot 3 in Bridlewood Subdivision , the plat of which is recorded in Plat
Book 8, Pages 105-107, Boone County Recorder’s Office; North 12 degrees 38 minutes 31 seconds West
140.00 feet to the Point of Beginning; thence South 75 degrees 02 minutes 06 seconds West 140.22 feet,
thence South 66 degrees 44 minutes 21 seconds West 236.73 feet to a point in the centerline of U.S.
Highway 421 (Michigan Road); thence along said center line, North 20 degrees 12 minutes 47 seconds
West 190.26 feet; thence North 78 degrees 51 minutes 58 seconds East 397.99 feet, thence along a
West described line of Harris FLP Property recorded as Instrument #9801155 and part of the West line of
said Lot 3, South 12 degrees 38 minutes 31 seconds East 128.82 feet to the Point of Beginning,

containing 1.3545 acres, more or less.

File No.: 20190688

DOM Vendors Affidavit Page 3 of 3
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Send taxes to

grankos's address:
9750 Barth Dyive
Zionsville, Indiaas 46077

.
THIS INDENTURE WITNESSETH, That Oscar Thomas Harris and Barbara Jo Harris, husband

and wife ("Geantors*), of Boone County, in the State of Indiana, CONVEY AND WARRANT to Harris

FLP ("Grantee"), of Boone County, in the State of Indiana, for and in consideration of the sum of One

Dollar ($1.00) and other valuable consideration, the receipt of which is hereby acknowledged, the
following described real estate in Boone County, in the State of Indiana, to-wit:

See Exhibit "A" attached hereto and made a part hereof, This deed corrects a scrivener’s error in
the deed executed on December 22, 1997 and recorded on December 30, 19975X

In Witness Whereof, Grantor has executed this Corrective Warranty Deed this 21st day of
January, 1998,

M_M_M___

Oscar Thomas Harris Barbara Jo

STATE OF INDIANA )
)ss:
COUNTY OF MONROE )

"and sworn to before me, a Notary Public in and for said county and state, this 21st
Aty S[998, ;twhxchhmOscarThonlasHamsandBarbaraJoHums, husband and wife,
dhand acknowledged the execution of the above and foregoing WARRANTY DEED

ornisaing 4
o

Harold A. Harrell, Notary Public
A resident of Monroe County

Prepared By Harold A. Harrell, Attorney at Law, ANDREWS, HARRELL, MANN, CHAPMAN &
\COYNE P.C., 1720 N. Kinser Pike, P.O. Box 2639, Bloomington, Indiana 47402-2639, Telephone: (812) 332-4200

¥ _TustRumeyT NO. 9714374 (ﬁoﬁ«rehrenee)

D!:)QLY _Bw%) ?R FAXATION

SUBJECT TO FINAL ACCEPTANCE
AUDITOR, BOONE COUNTY

N WO
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EXHIBIT “A”

The west half of the northwest quarter of Section 24, Township 18 North, Range 2 East of the Second Principal
Meridian, containing 80 acres, move or less, except the following real estate, to-wit: Commencing at the
northeast corner of said half quarter section and run thence south 31.81 chains, thence west 15.72 chains, thence
north 31.81 chains, thence east 15.72 chains to the place of beginning, containing 50 acres, more or less, leaving
after said exception 30 acres, more or less.

A part of the southeast quarter of the northeast quarter of Section 23, Township 18 North, Range 2 East of the
Socond Principal Meridian described as follows: Commencing at the southeast comer of said quarter quarter
section and ruaning thence north 62 rods 9 links, thence west 42 rods 18 links to & point in the center line of the
Michigan Road, thence south 19 degrees east along said center line 65 rods 15 links to a point in the south line
of said quarter quarter section, thence east along said south line 20 rods to the place of beginning.

A part of the northeast quarter of the southeast quarter of Section 23, Township 18 North, Range 2 East of the
Second Principal Meridian and a part of the north half of the southwest quarter of Section 24, Township and
Range aforessid, described as follows: Commencing at the northwest corner of the north half of the southwest
quarter of said Section 24, and run thence east 80.5 rods, thence south 12% rods, thence west 94.5 rods to a
point in the center line of the Michigan Road, thence north 19 degrees west along said center line 13.6 poles to
a point in the north line of the northeast quarter of the southeast quarter of said Section 23, thence cast along
said north Line 20 rods to the place of beginning.

Countaining in the last two described tracts 20 acres, more or less, and containing in all herein described 50
acres, more or less, but subject to legal highways, rights of way and easements. Located in Eagle Township,
Boone County, Indiana.

ALSO: Commencing at the Northwest corner of the Northeast Quarter of Section 23, Township 18 North,
Range 2 East; thence North 90 degrees 00 minutes East (assumed bearing) on and along the North line of said
Northeast Quarter 1395.91 foet to the centerline of U.S. Highway #421, said point being the place of beginning
of this tract; thence continuing North 90 degroes 00 minutes 00 seconds East on and along aforesaid North line
1298.21 foet to the Northeast comer thercof, thence South 01 degree 01 minutes 00 seconds West on and along
the East kine of said Northeast Quarter 1614.36 feet; thonce North 89 degroes 43 minutes 45 seconds West
704,88 feet (705.46 feet measured) to the centerline of U.S. Highway #421, thence North 19 degrees 14 minutes
15 seconds West on and along said centerline 404.90 feet; thence North 18 degrees 19 minutes 15 seconds West
on and along said centerline 1301.80 feat to the place of beginning, containing 37.07 acres, more or less.
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Boone County Recorder

Excegting from the above-described peoperty the real estate conveyed to Stanley D. Feezle and Lori St. Dennis
Foeale, Husband and Wife, more pacticularly described as follows:

Part of the West half of Section 24 and part of the East Half of Section 23, both in Township 18 North, Range 2
East, Boons Couaty, Indiana, and being more particularly described as follows: Commencing st the Northwest
comer of said Section 24; thence Nocth 88 degrees 59 minutes 28 seconds East (assumed bearing) along the
north line of said west half section, 1327.70 feet to the Northeast corner of the west half of the Northwest
Quarter of said Section 24; thence South O degrees 00 minutes 43 seconds East along the East line of the West
haif of said Northwest Quarter Section, 2099.46 feet to the point of beginning; thence continue South 0 degrees
00 minutes 43 seconds East, 751.89 feet; thence South 88 degrees 59 minutes 06 soconds West, parallel with the
South line of the West Half of the Northwest Quarter of Section 24, 1580.15 feet to the point on the centerline
of U.S. 421 (Michigan Roed), said point being in the east half of said Section 23; thence North 20 degrees 11
minutes 36 soconds West along said centerline 509.17 feet; thence North 73 degrees 25 minutes 07 seconds
East 357.58 foet; thence North 12 degrees 40 minutes 05 seconds West, 178.75 feet; thence North 88 degrees 59
minutes 28 seconds East parallel with the North line of said west half section, 1452.22 feet to the point of
beginning and containing 22.916 acres, more or less, in Section 24 and 4.744 acres, more or less, in Section 23,
with 27.660 acres, more or less, total. Subject to right of way for U.S. 421 (Michigan Road) off the entire
Westerly side theraof and all other legal easements and rights of way of record.

Also excepting from the above-described property the real estate conveyed to Joe Lee Chambers and Lynda Sue
Chambers, Husband and Wife, more particularly described as follows;

Part of the Northeast Quarter of Section 23, Township 18 North, Range 2 East, Boone Cousty, Indiana, and
being more particularly described as follows: Commencing at a point on the East line of said quarter section
being South 0 degroes 00 minutes 00 seconds West (assumed bearing) 2776.05 feet from the Northeast comer
thereof, theace South 90 degroes 00 minutes 00 seconds West 84,87 feet to the point of beginning; thence South
73 degrees 25 minutes 07 seconds West 357.58 feet to the centerline of U.S. 421 (Michigan Road); thence
North 20 degreos 11 minutes 36 seconds West along suid centerline, 306,42 feet; thence North 78 degrees 51
minutes 22 seconds East 397.02 feet; thence South 12 degrees 40 minutes 05 seconds East 268.82 feet to the
point of beginning and containing 2.480 acres, more or less, Subject to right of way for Michigan Road off the
eatire Westerly side thereof and all other legal easements and rights of way of record.
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Sond Yoxes to

Grantee's Address
9750 Barth Drive
Zionsville, IN 46077

WARRANTY DEED

THIS INDENTURE WITNESSETH, That Oscar Thomas Harris and Barbara Jo Harris, husband
and wife ("Grantors"), of Boone County, in the State of Indiana, CONVEY AND WARRANT to Harris

FLP ("Grantee"), of Boone County, in the State of Indiana, for and in consideration of the sum of One
Dollar ($1.00) and other valuable consideration, the receipt of which is hereby acknowledged, the
following described real estate in Boone County, in the State of Indiana, to-wit:

See Exhibit "A" attached hereto and made a part hereof.

In Witness Whereof, Grantor has executed this Warranty Deed this 22nd day of

December , 1997, /%
R // 1
Crest ﬂ&w\ Mwu& \\Bﬂbu(%m . Q/,L-/ AALG

Oscar Thomas Harris Barbara Jo Harri57’
STATE OF INDIANA )
) SS:
COUNTY OF MONROE )
. X
Subscribed and sworn to before me, a Notary Public in and for said county and state, this 22nd
arris and Barbara Jo Harris, husband and wife,

day of Déii/(;’n@bﬁer, 1997, at which time Oscar Thomas H
personally dppeared and acknowledged the execution of the above and foregoing WARRANTY DEED

to be'a voluntary act and deed.
. ;_ :.-;, ’»«.U‘_AJ‘ (\ o )
X 'ﬁ's»;é’{c‘fjiE%piresz N b md 1/\04 }Z l/ﬂ 7024

"My Comtils ¢
11/12/99* ﬁrfnifer S{Kelley, Notary Publiqy
e resident of Monroe County

This Instrument Prepared By Harold A. Harrell, Attorney at Law, ANDREWS, HARRELL, MANN, CHAPMAN & COYNE,
P.C., 1720 N. Kinser Pike, P.O. Box 2639, Bioomington, Indiana 47402-2639, Telephone: (812)332-4200

DULY ENTERED FOR TA%ATION
‘2. z20-9 .
Cloromee. O Ragissd
SUBJECT TO FINAL ACCEPTANCE
AUDITOR. BOONE COUNTY
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[ract I:

The west half of the northwest quarter of Section 24, Township 18 North, Range 2 East of the Second Principal
Meridian, containing 80 acres, more or less, except the following real estate, to-wit: Commencing at the
northeast corner of said half quarter section and run thence south 31.81 chains, thence west 15.72 chains, thence
north 31.81 chains, thence east 15.72 chains to the place of beginning, containing 50 acres, more or less, leaving
after said exception 30 acres, more or less.

A part of the southeast quarter of the northeast quarter of Section 23, Township 18 North, Range 2 East of the
Second Principal Meridian described as follows: Commencing at the southeast corner of said quarter quarter
section and running thence north 62 rods 9 links, thence west 42 rods 18 links to a point in the center line of the
Michigan Road, thence south 19 degrees east along said center line 65 rods 15 links to a point in the south line of
said quarter quarter section, thence east along said south fine 20 rods to the place of beginning.

A part of the northeast quarter of the southeast quarter of Section 23, Township 18 North, Range 2 East of the
Second Principal Meridian and a part of the north half of the southwest quarter of Section 24, Township and
Range aforesaid, described as follows: Commencing at the northwest corner of the north half of the southwest
quarter of said Section 24, and run thence east 80.5 rods, thence south 12% rods, thence west 94 5rodstoa
point in the center line of the Michigan Road, thence north 19 degrees west along said center line 13.6 polesto a
point in the north line of the northeast quarter of the southeast quarter of said Section 23, thence east along said
north line 20 rods to the place of beginning.

Containing in the last two described tracts 20 acres, more or less, and containing in all herein described 50 acres,
more or less, but subject to legal highways, rights of way and easements. Located in Eagle Township, Boone
County, Indiana.

Part of the Northeast Quarter of Section 23, Township 18 North, Range 2 East in Boone County, Indiana, more
particularly described as follows:

Beginning at the Northwest corner of the Northeast Quarter of Section 23, Township 18 North, Range 2 East;
thence South 00 degrees 51 minutes 30 seconds West (assumed bearing) on and along the West line of said
Northeast Quarter 2435.10 feet; thence South 89 degrees 41 minutes 15 seconds East on and along an existing

DULY’fNTERED FOR TAXATION
13097,

SUBJECT TO FINAM. ACCEPTANCE
AUDITOR, BOONE COUNTY
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fence line 786.22 feet: thence North 00 degrees 18 minutes 45 seconds East 345.24 feet; thence South 89
degrees 41 minutes 15 seconds East 1379.65 feet to the centerline of U.S. Highway #421; thence North 19
degrees 14 minutes 15 seconds West on and along said centerline of U.S. Highway #421, 924.55 feet; thence
North 19 degrees 19 minutes 15 seconds West on and along the centerline of U.S. Highway #421, 1301.80 feet
to the North line of said Northeast Quarter; thence North 90 degrees 00 minutes 00 seconds West on and along
aforesaid North line 1395.91 feet to the place of beginning, containing 91.83 acres, more or less.

ALSO: Commencing at the Northwest corner of the Northeast Quarter of Section 23, Township 18 North,
Range 2 East; thence North 90 degrees 00 minutes East (assumed bearing) on and along the North line of said
Northeast Quarter 1395.91 feet to the centerling of U.S. Highway #421, said point being the place of beginning
of this tract; thence continuing North 90 degrees 00 minutes 00 seconds East on and along aforesaid North line
1298 21 feet to the Northeast corner thereof: thence South 01 degree 01 minutes 00 seconds West on and along
the East line of said Northeast Quarter 1614.36 feet; thence North 89 degrees 43 minutes 45 seconds West

704 88 feet (705.46 feet measured) to the centerline of U.S. Highway #421, thence North 19 degrees 14 minutes
15 seconds West on and along said centerline 404.90 feet; thence North 18 degrees 19 minutes 15 seconds West
on and along said centerline 1301.80 feet to the place of beginning, containing 37.07 acres, more or less.

Containing in all 128.90 acres, more or less, and subject to all legal easements and rights of way.

Excepting from the above-described property the real estate conveyed to Stanley D. Feezle and Lori St. Dennis
Feezle, Husband and Wife, more particularly described as follows:

Part of the West half of Section 24 and part of the East Half of Section 23, both in Township 18 North, Range 2
East, Boone County, Indiana, and being more particularly described as follows: Commencing at the Northwest
corner of said Section 24: thence North 88 degrees 59 minutes 28 seconds East (assumed bearing) along the
north line of said west half section, 1327.70 feet to the Northeast corner of the west half of the Northwest
Quarter of said Section 24; thence South 0 degrees 00 minutes 43 seconds East along the East line of the West
half of said Northwest Quarter Section, 2099.46 feet to the point of beginning; thence continue South O degrees
00 minutes 43 seconds East, 751.89 feet; thence South 88 degrees 59 minutes 06 seconds West, paraliel with the
South line of the West Half of the Northwest Quarter of Section 24, 1580.15 feet to the point on the centerline
of U.S. 421 (Michigan Road), said point being in the east half of said Section 23; thence North 20 degrees |1
minutes 36 seconds West along said centerline 509.17 feet; thence North 73 degrees 25 minutes 07 seconds East
357.58 feet: thence North 12 degrees 40 minutes 05 seconds West, 178.75 feet; thence North 88 degrees 59
minutes 28 seconds East parallel with the North line of said west half section, 1452.22 feet to the point of
beginning and containing 22.916 acres, more or less, in Section 24 and 4.744 acres, more or less, in Section 23,
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with 27.660 acres, more or less, total. Subject to right of way for U.S. 421 (Michigan Road) off the entire
Westerly side thereof and all other legal easements and rights of way of record.

Also excepting from the above-described property the real estate conveyed to Joe Lee Chambers and Lynda Sue
Chambers, Husband and Wife, more particularly described as follows:

Part of the Northeast Quarter of Section 23, Township 18 North, Range 2 East, Boone County, Indiana, and
being more particularly described as follows: Commencing at a point on the East line of said quarter section
being South 0 degrees 00 minutes 00 seconds West (assumed bearing) 2776.05 feet from the Northeast corner
thereof: thence South 90 degrees 00 minutes 00 seconds West 84.87 feet to the point of beginning; thence South
73 degrees 25 minutes 07 seconds West 357.58 feet to the centerline of U.S. 421 (Michigan Road); thence North
20 degrees 11 minutes 36 seconds West along said centerline, 306.42 feet, thence North 78 degrees 51 minutes
22 seconds East 397.02 feet; thence South 12 degrees 40 minutes 05 seconds East 268.82 feet to the point of
beginning and containing 2.480 acres, more or less. Subject to right of way for Michigan Road off the entire
Westerly side thereof and all other legal easements and rights of way of record.
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Cross Reference: Zoning Commitments recorded with the Boone County, Indiana, Recorder on
November 21, 2008, as Instrument No. 2008-00010861.

Cross Reference: Amended Zoning Commitments recorded with the Boone County, Indiana,
Recorder on January 17, 2017, as Instrument No. 2017-00000546.

ZIONSVILLE PLAN COMMISSION
FILE: 2019-44-CA

AMENDED AND RESTATED COMMITMENTS CONCERNING THE
USE OR DEVELOPMENT OF REAL ESTATE

In accordance with L.C. 36-7-4-1015, Harris FLP, an Indiana limited partnership (“Initial
Owner”), seeksto amend and restate certain zoning commitments originally approved by
adoption of Ordinance No. 2008-13 by the Board of Commissioners of Boone County, Indiana,
on November 3, 2008, in connection with a zone map change for approximately 57.53 acres
commonly known as 10901, 10985 East County Road 300 South (a/k/a 146%™ Street) and 3201
South U.S. Highway 421 (a/k/a Michigan Road) and more particularly described on Exhibit A
attached hereto (the “Real Estate). Said Real Estate being previously located in the planning
and zoning jurisdiction of Boone County, Indiana. Said Initial Owner and subsequent owners of
the Real Estate are referred to herein, as “Owners,” and “Owner” shall refer to (i) Initial Owner
during Initial Owner’s period of ownership of the Real Estate and (ii) each subsequent owner of

- the Real Estate during such subsequent owner’s period of ownetship of the Real Estate.

Additionally, said commitments were amended by adoption of File No. 2016-45-CA by
the Town Council of the Town of Zionsville on November 7, 2016, to allow a service station/fuel
station. g

Owner represents and warrants that the Real Estate is within the Town of Zionsville,
Indiana, and that as the owner of said Real Estate, the Owner has authority to and hereby does
voluntarily make the following Amended and Restated Commitments concerning the use and
development of the Real Estate (collectively, the “Amended and Restated Commitments”).

STATEMENT OF AMENDED AND RESTATED COMMITMENTS
Owner, upon approval of Docket Number 2019-44-CA. by the Town Council of the Town

of Zionsville, Indiana (the “Zoning Approval”), voluntarily agrees and commits to the following
Amended and Restated Commitments: '

204671713
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1. Exhibit B, attached hereto and made a part hereof, sets forth the Amended and Restated
Commitments.

2. Exhibit C, attached hereto and made a part hereof, includes a Concept Plan for the Real
Estate and shall be used in comparison of future development plans.

These Amended and Restated Commitments shall be executed and recorded by Initial
Owner in the Office of the Boone County Recorder, Boone County, Indiana, and shall be
considered a covenant running with the Real Estate.

If Initial Owner fails to cause the Amended and Restated Commitments to be recorded in
accordance with the terms of the preceding paragraph, and a subsequent owner fails to perform
and/or comply with these Amended and Restated Commitments, the Town of Zionsville shall be
entitled to receive from Initial Owner, jointly and/ot severally, any and all damages which arise
from this failure and shall be entitled to injunctive relief to terminate any non-compliance
herewith.

These Amended and Restated Commitments may be modified or terminated by the
agreement of the then-applicable Owner and a decision of the Town of Zionsville Plan
Commission made after a public hearing for which proper notice is given, including hearings for
other land use or zoning approvals involving the Real Estate or any portion thereof.

These Amended and Restated Commitments shall be effective upon approval of the relief
requested in Plan Commission Docket Number 2019-44-CA by the Town Council for the Town
of Zionsville, Indiana, and shall continue in effect until modified or terminated as specified
above and /or as prescribed by statute.

These Amended and Restated Commitments may be enforced either individually or
collectively by the Town of Zionsville Plan Commission, the Director of Planning for the Town
of Zionsville, the Town and/or owners of any parcel of ground adjoining the Real Estate. Owner
shall indemnify the Town of Zionsville Plan Commission, the Town (including a successor city
or municipality), and hold the Town of Zionsville Plan Commission and the Town and their
tespective authorized representatives, including the Director of Planning for the Town, harmless
from any liability, expense (including reasonable attorney fees and court costs), costs, or
damages which result from the failure to perform the terms and conditions of these Amended and
Restated Commitments, Throughout these Amended and Restated Commitments and reference
to “Town” or “Town of Zionsville” shall also include any successor city, municipality, or other
governmental body having land use, planning, and zoning jurisdiction over the Real Estate.

1In the event it becomes necessary to enforce these Amended and Restated Commitments
in a court of competent jurisdiction and Owner is found to be in violation of these Amended and
Restated Commitments, such violators shall pay all reasonable costs and expenses the Town and
the Town’s Plan Commission and other authorized representative(s) incur in the enforcement of

204671713
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these Amended and Restated Commitments, including reasonable attorney fees, expert witness
fees, and court costs. ,

Initial Owner shall be responsible, at its expense, for recording this Statements of
Amended Commitments in the Office of the Recorder of Boone County, Indiana, and shall
promptly provide the Planning Department of the Town of Zionsville with a copy if such
recording as a condition precedent to commencing upon the Real Estate.

By executing these Amended and Restated Commitments, Initial Owner represents and
warrants that at the time of such execution, (i) Initial Owner is the sole owner of all the Real
Estate, (ii) that execution of these Amended and Restated Commitments shall be binding upon
Initial Owner as to all the particulats herein, and (iii) Initial Owner agrees that these Amended
and Restated Commitments shall be considered a covenant running with the Real Estate,
including any portion thereof. By the signature affixed below to these Amended and Restated
Commitments, Hartis FLP further represents and warrants that the undersigned has full limited

partnership authority to execute these Amended and Restated Commitments on behalf of said -

limited partnership and bind Initial Owner hereto.

If at any time the Real Estate is owned by more than one party, those parties shall jointly

and severally constitute an “Owner” during their period of joint ownership of the Real Estate.

IN WITNESS WHEREOF, Owner has executed this instrument this 1 day of
Decembe~ 2010, |

“INITIAL OWNER”
Harris FLP, an Indiana limited partnership

o Aol

Robert L. Harris, General Partner

204671713
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STATE OF INDIANA )
) SS:
COUNTY OF BOONE )

Before me, a Notary Public in and for said County and State, personally appeared Robert L.
Harris, a General Partner of Harris FLP, an Indiana limited partnership, who acknowledged the
execution of the foregoing instrument in such capacity for an on behalf of such limited
partnership, and who, having been duly sworn, stated that any and all representations therein
contained are true.

Witness my hand and Notarial Seal this \U‘k'day of Qumbt/,' 2019.

A ‘ ; i f N

Signature: Q\Qggﬁm A E . " RAEGAN E. ALDARONDG
Printed: / Zi7. 2\ Notary Publi
County of Residence: : *(‘:'i 3 1) Hamiiton Gounty, State of Indiana
My Commission expires: a7

I affirm, under the penalties for perjury that I have taken reasonable care to redact each Social
Security number in this document, unless required by law. Matthew M. Price, Attorney at Law

This instrument was prepared by:
Matthew M. Price, Attorney at Law
Bingham Greenebaum Doll LLP.
10 W. Market St., Suite 2700
Indianapolis, IN 46204

Telephone: 317-635-8900

20467171.3
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EXHIBIT A
LEGAL DESCRIPTION

A part of the northeast quarter of Section 23 and a part of the northwest quarter of Section 24, both in
Township 18 North, Range 2 East of the Second Principal Meridian, Boone County, Indiana, described as
follows:

Beginning at the northwest corner of the northwest quarter of Section 24, Township 18 North, Range 2
Fast; thence South 89 degrees 56 minutes 41 seconds East (all bearing recited in this description are
referenced to the north line of the northwest quarter of Section 24, Township 18 North, Range 2 East, the
bearing of which is assumed to be South 89 degrees 56 minutes 41 seconds East) along the north line of
said northwest quarter section 289.95 feet; thence South 01 degrees 02 minutes 43 seconds West 1,358.82
feet; thence South 89 degrees 56 minutes 41 seconds West 261.30 feet; thence South 70 degrees 42
minutes 11 seconds West 782,00 feet to the centerline of U.S. Highway 421 (Michigan Road); thence
North 19 degrees 11 minutes 47 seconds West along said centerline 1,715.14 feetto a 1 inch diameter
jron rod in a monument box in the north line of the northeast quarter of Section 23, Township 18 North,
Range 2 East; thence South 89 degrees 53 minutes 13 seconds East along said north line 1,298.64 feet to
the point of beginning, containing 1,927,261 square feet or 44.25 acres, more ot less.

And

A part of the northeast quarter of Section 23 and a part of the northwest quarter of Section 24, both in
Township 18 North, Range 2 East of the Second Principal Meridian, Boone County, Indiana, described as
follows: ‘

Beginning at the northwest corner of the northwest quarter of Section 24, Township 18 Noxth, Range 2
East; thence South 89 degrees 56 minutes 41 seconds East (all bearing recited in this description are
referenced to the north line of the notthwest quarter of Section 24, Township 18 North, Range 2 East, the
bearing of which is assumed to be South 89 degrees 56 minutes 41 seconds East) along the north line of
said northwest quarter section 289,95 feet; thence South 01 degrees 02 minutes 43 seconds West 1,358.82
feet to the point of beginning; thence continuing South 01 degrees 02 minutes 43 seconds West 741.92
feet to the north line of Bridlewood Subdivision (Plat Book 6, pages 105-107 , Office of the Recorder,
Boone County, Indiana); thence South 89 degrees 59 minutes 55 seconds West along said north line
415.11 feet to a 4 inch b 4 inch concrete monument at the northwest corner of said Bridlewood
Subdivision also being in the eastern line of the land of Joe Lee and Lynda Sue Chambers; thence North
11 degrees 32 minutes 25 seconds West along said eastern line 91.15 feet to the northeast corner thereof;
thence South 79 degrees 58 minutes 04 seconds West along the northern line of said Chambers 397.69
feet to the centerline of U.S. Highway 421 (Michigan Road); thence North 19 degrees 11 minutes 47
seconds West along said centerline 490.53 feet; thence North 70 degrees 42 minutes 11 seconds East
782.00 feet; thence North 89 degrees 56 minutes 41 seconds East 261.30 feet to the point of beginning,
containing 578,479 square feet or 13.28 acres, more or less.

Total of 57.53 acres, more or less.

20467171.3
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EXHIBIT B

AMENDED AND RESTATED COMMITMENTS

I Notwithstanding the uses permitted as a matter of right or by way of Special Exception in
the GB-General Business Zoning Classification, the following uses shall be prohibited on
the Real Estate; to-wit:

Non-Industrial Farm, Agricultural, Animal Related Uses

Animal Day Care

Commercial Greenhouse

Kennel (Small, Large and/or Unlimited)
Roadside Produce Stand

Sale Barn for Livestock

Farm

Hay, Grain, Feed Stores

e & & & & o

Government

Penal or Correctional Institutions
Industrial Uses

Auction Sales Yard

Mineral Extraction

Warehouse (General)
Warehouse (Grain Storage)
Wholesale Produce Terminal
Farm Product Processing

Food Processing

Linen Supply

Recreation, Amusement, Tourism

* Hotel or Motel
Outdoor Theatre :
Billiard and Pool Establishment
Public Stable
Outdoor Shooting Range
Public or Private Camp Ground or Recreational Vehicle Park

e e e & e

205175732
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Residential

Minor Residential Subdivision
Mobile Home Park

Customary Home Occupation
Multi-Family Dwelling

Two-Family Dwelling

Farm Seasonal Worker Housing
Fraternity, Sorotity or Student Housing
Group Residential Facility

Temporary Mobile Home

Retail, Trade, Food Stores

Night Club

Retail, Trade, General Merchandise

Monument Sales
Tobacco Stores (a Cigar Shop with the majority of its inventory geared towards cigars
would be excluded from this restriction)

General Services

Coin Operated Laundry
Commercial Testing Laboratories

Vehicle Dealers, Repair and Services

Self-Service Automatic Car Wash (the intent is to exclude open bayed self-car wash)
Automobile or Motorcycle Sales

Mobile Home, Travel Trailer, Camper Sales & Setvice

Passenger Car Rental

Industrial

Anhydrous Ammonia

Commercial Facility for Breeding Non-Farm Fowl & Animals
Confined Feeding

Contractors Storage

General Industrial

Mineral Extraction

Truck Freight Terminal
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1L Notwithstanding the uses permitted as a matter of right or by way of Special Exception in
the PB-Professional Business Zoning Classification, the following uses shail be
prohibited on the Real Estate; to-wit:

Residential

Minor Residential Subdivision
Customary Home Occupation
Multi-Family Dwelling
Two-Family Dwelling
Temporary Mobile Home

Utilities, Transpottation and Communication

Airport or Heliport

I  The Petitioners agree to further site development Commitments and Limitations as
follows:

20517573.2

Only one (1) service station/fuel station shall be permitted on the Real Estate

Square Footage
In the GB-General Business classification, the maximum square footage for any one

user will be 150,000 square feet with no other building exceeding 75,000 square feet.

Buffer along East and South Property
That the east and south ponds depicted on the conceptual plan will be installed for
protection of Willow Glen and Bridlewood Subdivision.

~ Minimum Distance for South Property Line
_ That the building set-back line on the south property line will be a minimum of 150

feet which is depicted on the concept plan; provided, however, the building set-back
line on the south property line of the southernmost outlot may be reduced to 30 feet
which is depicted on the concept plan.

Water features on the property
That a minimum of one (1) sizeable water feature be placed along U.S. 421 as
depicted in the concept plan.

Public Road Commitment on the Major Access point on U.S. 421
That the access drive extending east off the major access point on U.S. 421 will be

built to Boone County Highway Standards and may be connected to the pre-
established access cut in Willow Glen, subject to Development Plan approval and
dedication as a public street.
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Number of Qutlots on U.S. 421
That Outlots on U.S. 421 be limited to a total of eight (8) outlots. All outlots will be a
minimum of one (1) acre in size.

Number of Outlots on County Road 300 South
That Outlots be limited to a total of five (5) outlots. All outlots will be.a minimum of

one (1) acre in size.

Multiple Tenants
That no more than three (3) outlots out of the total thirteen (13) commercial outlots

would be allowed to have more than two (2) tenants.

Signage

The signage for the development will comply with the U.S. 421 Overlay District and
as depicted in the Signage and Concept Plans. Further, the applicant commits to not
more than eleven (11) freestanding tenant signs and not more than one (1) multi-
user/identification sign along CR 300 South and not more than two (2) multi-
user/identification signs along U.S. 421, one in the GB and one in the PB Zoning
Classifications. No pole signs shall be allowed in either district.

Dark Skies | |
The applicant commits to dark sky lighting technologies.

Building Height ;
The office building on the South and West part of the PB-Professional Business

classification shall be a maximum of two stories in height. The office building on the
North and East part of the PB-Professional Building classification shall be a
maximum of three (3) stories in height.

Architecture and Landscaping »
The architecture and landscaping plans shall substantially comply with the renderings

submitted and presented with the concept plan.

Road Cuts :

Petitioner will be limited to three (3) access cuts onto 300 South as follows:

1. The main entrance (full access) from CR 300 South will line up with the future
development of the Greenhouse property on the Noth side of CR 300 South (the
location of the full access point shall be determined by the first property to
develop of the Greenhouse property or the Real Estate);

© 2. A right-in/right-out access point to be located to the east of the main entrance; and
3

. A right-in only may be provided west of the main entrance.

Petitioner will be limited to two (2) access cuts onto U.S. 421 as follows:
1. Right-in/right-out; and ,
2. The main entrance from U.S. 421.
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Town of Zionsville
. ~ 1100 West Oak Street - Zionsville, Indiana 46077
ZIONSVILLE Phone: (317) 873-8247

FOR ALL'THE RIGHT REASONS

Road Impact Fee Estimate Request

In addition to information identified on the project site plan, the Town of Zionsville requests the following supplemental
information for purposes of calculating a Road Impact Fee estimate for the project referenced below. If any of the Project
Information below is modified or changed, the impact fee may be adjusted to reflect the change.

Instructions:
1) Complete all parts of the form. This request cannot be processed if any part is left blank.
2) Submit proposed site and floor plan with this request.

3) Either type of Print all information in ink.

1.LOCATION OF PROPOSED ACTIVITY:
Address: 3295 S. US 421

Lot #: Zoning:  pR
Subdivision: . Present use of Property:
Appaloosa Crossing Under construction - earthwork/erosion control

2. OWNER OF THE PREMISES WHERE PROPOSED ACTIVITY WILL TAKE PLACE:
Name: Harris FLP

Address: p 0. Box 37, Zionsville, IN 46077

Phone: E-mail:
one 317-710-1817 ma harrisfip@gmail.com

3. PROJECT INFORMATION: A. Land Use Description: - ldentify any existing or proposed land uses or any expansion of
existing usages. (Please be specific).

Proposed multi-tenant retail building

B. PROJECT SIZE/AREA - Indicate the acreage of the entire project site and the square footage of all existing and proposed
buildings and structures, Specify square footage dedicated to individual activities within the site/buildings. You may use the back
of this sheet to illustrate.  1.17 acre site, approximately 10,800 SF building

C. NUMBER OF EMPLOYEES - Indicate the total number of employees to be located at the proposed site. Include existing and

future employees.
15 employees

D. HOURS OF OPERATION - List the hours of general operation, including anticipated deliveries or other site support services.

8 am till 6 pm

E. ON-SITE PARKING - Indicate the total number of on-site parking spaces intended for use by employees, customers, and
deliveries. 48 total parking spaces

F: ANTICIPATED DELIVERIES - Indicate the average number of deliveries made to or from the proposed site in a 24 hour period.

1

G: ON-SITE FACILITIES - Indicate the existence and capacities of any on-site food services or vending facilities that enable
employees or visitors to prepare and eat meals on-site.

NA
H: SURROUNDING FACILITIES - Indicate the number of and identify all businesses or facilities adjoining the proposed site.

Adjoining properties are currently agricultural (north, south, east) and large tract single family residentiél (west)

CERTIFICATION: | hereby certify that I have the authority to make the forgoing application and that the application and
accompanying site plan are correct.

Signature: & i l l
v 0
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INDEX TO DRAWINGS

NO. DESCRIPTION

€001 SITE COVER SHEET

c101 OVERALL PLAN

C201 SITE PLAN

C301 GRADING AND DRAINAGE PLAN

€302 STORM WATER POLLUTION PREVENTION PLAN (PRE—CONSTRUCTION)
C303 STORM WATER POLLUTION PREVENTION PLAN (CONSTRUCTION)
C304-C305 STORM WATER POLLUTION PREVENTION NOTES AND DETAILS
C401 SITE UTILITY PLAN

€402 STORM SEWER PROFILES

€501 LANDSCAPE PLAN

C601-C606 SITE CONSTRUCTION DETAILS

1 OF 1 SITE LIGHTING

ALL IMPROVEMENTS SHOWN SHALL BE IN
ACCORDANCE WITH THE TOWN OF ZIONSVILLE DESIGN
AND CONSTRUCTION STANDARDS.

THE PROJECT SITE IS NOT LOCATED IN WITHIN ANY
FLOODPLAIN, FLOODWAY, OR FLOODWAY FRINGE AS
INDICATED ON THE FLOOD INSURANCE RATE MAP
(FIRM) FOR THE TOWN OF ZIONSVILLLE, INDIANA,
MAP NUMBER 18011C0332E, DATED 01/18/2012.
THIS AREA WOULD BE CONSIDERED ZONE X’ (AREA
OF MINIMAL FLOOD HAZARD).

DEVELOPMENT PLAN

APPALOOSA CROSSING OUTLOT J

PART OF THE NORTHWEST QUARTER, SECTION 24, TOWNSHIP 18 NORTH, RANGE 2 EAST AND NORTHEAST QUARTER
SECTION 23, TOWNSHIP 18 NORTH, RANGE 2 EAST OF THE SECOND PRINCIPAL MERIDIAN, BOONE COUTY, INDIANA

JURISDICTIONAL CONTACTS:

Town of Zionsville Planning Department
1100 W Oak Street Zionsville, IN 46077
Wayne DeLong

317-873-8247
wdelong@zionsville-in.gov

Town of Zionsville Fire Marshal

1100 W Oak Street Zionsville, IN 46077
Josh Frost

317-733-3020

jfrost@zionsville-in.gov

Town of Zionsville Street & Stormwater
Department

1075 Parkway Drive

Zionsville, IN 46077

Lance Lantz

317-873-4544

llantz@zionsville-in.gov

Town of Zionsville Engineer
Beam, Longest & Neff, LLC
8126 Castleton Road
Indianapolis, IN 46250
John Beery

317 849-5832
jbeery@b-I-n.com

Boone County Surveyor's Office

116 W Washington Street Room 102
Lebanon, IN 46052

Ken Hedge

765-483-4444
khedge@co.boone.in.us

Boone County Soil & Water Conservation
District

801 W Pearl Street, Ste C

Lebanon, IN 46052

Sheryl Vaughn

765-482-6355

svaughn@co.boone.in.us

TriCo Regional Sewer Utility

Ryan Hartman, District Engineer
10701 North College Avenue, Suite A
Indianapolis, Indiana 46280
317-660-6604
ryan.hartman@trico.eco

Duke Energy

16475 Southpark Drive
Westfield, IN 46074
DMon Williams
317-896-6711

DMon.Williams@duke-energy.com

Boone County REMC
1207 Indianapolis Ave Indianapolis, IN
Jerry Lasley

765-894-1084

jlasley@bremc.com

Vectren

1630 N. Meridian Street

Indianapolis, IN 46202

Gerry Jones Kevin Noe

800-666-7238

317-718-3633

giones@vectren.com knoe@vectren.com

Brighthouse

3030 Roosevelt Ave

Indianapolis, IN 46218

Jason Kirkman

Gary Richardson

317-736-2925
jason.kirkman@mybrighthouse.com

AT&T

5858 North College Ave.
Indianapolis, IN 46220
Cindy Huffman
317-252-5004
cg1841@att.com

TDS Telecom

P.O. Box 189

17 West Main Street
Pittsboro, IN 46167

Jeff Stanley

317-769-1111
jeff.stanley@tdstelecom.com

Indiana Department of Transportation
P.O. Box 667

Crawfordsville, IN 46933
765-362-3700

Josie Crane

765-361-5607
JoCrane@indot.in.gov

PLANS PREPARED FOR:

STRONGBOX COMMERCIAL
7661 N. PERIMETER ROAD
INDIANAPOLIS, IN 46241

(317) 550—0090

STORMWATER OPERATING AUTHORITY:

TOWN OF ZIONSVILLE
1100 OAK STREET
ZIONSVILLE, IN 46077

(317) 873-8247

REVISIONS

"IT'S THE LAW"

DATE

DESCRIPTION

SNELLING

ENGINEERING, LLC

13295 lllinois Street

STRONGB®X

OMMERCIAL Suite 142
Carmel, IN 46032
7661 N PERIMETER ROAD Ph: (317) 697.0180

Know what's below. INDIANAPOLIS, IN 46241

PHONE: (317) 550—0090 www.snellingeng.com

Call before you dig.

2 WORKING DAYS BEFORE YOU DIG.

APPALOOSA CROSSING
OUTLOT J

U.S. 421 AND C.R. 300 SOUTH
ZIONSVILLE, INDIANA

COVER SHEET

DRAWN: SCALE: SHEET:

6ss 10/13/20

GSS SEE PLAN
CHECKED: DATE: CO 0 1
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ﬁ REVISIONS "IT'S THE LAW" APPALOOSA CROSSING
SNELLING OUTLOT J OVERALL PLAN
DATE DESCRIPTION S T R 0 N G BUX ENGINEERING, LLE US. 421 AND CR. 300 SOUTH
RTH 13295 Illinois Street ZIONSVILLE, INDIANA
NO COMMERC AL éualr‘ri;ﬁr\l 46032 DRAWN: SOALE: SHEET:
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MY MY
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20' R/ (DEDICATED TO TOWN OF ZIONSVILLE)

1[Ie

30" FRONT YARD

1wl

KEY NOTES

6" STRAIGHT CURB, CONCRETE
4" THICK CONCRETE WALK, APPLY SEALER TO ALL PATIO AND WALKWAYS

LIGHT-DUTY ASPHALT PAVEMENT
HEAVY—DUTY ASPHALT PAVEMENT
CONCRETE STOOP

INTEGRAL WALK AND CURB, CONCRETE
PIPE BOLLARD

DISABLED PARKING SIGN
CONCRETE WHEEL STOP

CURB RAMP, INDOT STANDARD
CONCRETE TRANSFORMER PAD
4" PAINTED STRIPE, WHITE (TYP)
4" PAINTED STRIPE, BLUE

o N

QyvA_30iS_0L
QyvA 30is 01

QyvA 305 01

4" PAINTED STRIPING, BLUE, 45, 2' O.C.

advA 3ais 01

DISABLED PARKING SYMBOL, BLUE PAINTED
CROSS WALK, 5" WIDE, 24" WHITE PAINTED BARS, 4 0.C.

6" THICK CONCRETE SLAB

LIGHT POLE, SEE ELECTRICAL SITE PLAN

BIKE RACKS, SEE ARCHITECTURAL PLANS
DUMPSTER ENCLOSURE, SEE ARCHITECTURAL PLANS

OUTLOT J
1.17 ACRES

OUTLOT |

1.48 ACRES OMMON AREA

& 1/E E
CRES

PROPOSED{BUILDING

2" DEPRESSED CURB
MONUMENT SIGN

SISISIGIGISIICISIFISISISICIOICIOICISIOIOIO;

N6902'39"E  300.00
‘I0® SS NS

‘FQ%® ss NSk

SB9°02'39"W  224.98'

NB9'02'39"E  225.02°

‘ GENERAL NOTES

ALL DIMENSIONS IN CURBED AREAS SHALL BE TO FACE OF CURB,

UNLESS OTHERWISE NOTED.
‘ —ALL DIMENSIONS IN AREAS WITHOUT CURB SHALL BE TO EDGE
OF PAVEMENT,
‘ —ALL DIMENSIONS AT INTEGRAL CURB & WALK SHALL BE TO
‘ FACE OF CURB.
—ALL DIMENSIONS FROM BUILDING SHALL BE FROM FACE OF
‘ BUILDING.

2. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS IN FIELD
BEFORE STARTING CONSTRUCTION. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR ALL FIELD DIMENSIONS. IF ANY
DISCREPANCIES ARE FOUND IN THESE PLANS FROM ACTUAL
FIELD CONDITION, THE CONTRACTOR SHALL CONTACT A/E
IMMEDIATELY.

3. PROVIDE SMOOTH TRANSITION FROM NEW AREAS TO EXISTING
FEATURES AS NECESSARY.

NB9'02'39°E  330.00°

4. ALL AREAS WHERE THE EXISTING PAVEMENT OR PAVEMENTS ARE
DAMAGED DURING CONSTRUCTION FROM TRAFFIC BY THE
GENERAL CONTRACTOR, SUBCONTRACTORS, OR SUPPLIERS SHALL
BE RESURFACED OR RECONSTRUCTED AT LEAST TO THEIR
ORIGINAL CONDITION AFTER CONSTRUCTION WORK IS COMPLETED.

15" U. SS. & D.E.

5. ALL RADII INDICATED SHALL BE FORMED AS CIRCULAR ARCS.

8. ALL DIMENSIONS ARE PARALLEL AND PERPENDICULAR TO BASE
LINES, PROPERTY LINES OR BUILDING LINES UNLESS OTHERWISE
NOTED.

10" REAR YARD

$20'5420"]
30.00°

S20°54'20"E _ 170.00° S20'54'20°E 192.98" 7. DISABLED RAMP AND SIGNAGE SHALL BE IN ACCORDANCE WITH

FEDERAL, STATE, COUNTY, CITY AND LOCAL CODE WHICHEVER
HAS JURISDICTION. SEE SITE PLAN FOR LOCATION AND SITE
DETAILS FOR SPECIFICATIONS.

S20°54'20"E  170.0

8. THE CONTRACTOR SHALL BE RESPONSIBLE TO PROVIDE AT HIS
N EXPENSE ALL AUTOMOBILE AND PEDESTRIAN TRAFFIC CONTROL
REMOVE CHAIRBACK CURB \@ DEVICES REQUIRED BY FEDERAL, STATE, COUNTY, CITY OR LOCAL
AGENCY. THE AMOUNT, LOCATION AND SIZE SHALL BE PER
DIRECTION OF AGENCY.

: i > .

N20'54'20°W  779.14' 9. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO REMOVE ALL
. - - - = MUD, DIRT, GRAVEL, AND ANY OTHER MATERIALS TRACKED ONTO
ANY PUBLIC OR PRIVATE STREETS OR SIDEWALKS. THE
CONTRACTOR MUST CLEAN THESE DAILY IF NECESSARY. THE

=~ CONTRACTOR MUST USE WATER OR OTHER METHODS TO KEEP
S AIRBORNE DUST TO A REQUIRED MINIMUM.
1. AREAS SHOWN TO BE LANDSCAPED SHALL BE TOPPED WITH 4"
5 OF CLEAN TOPSOIL, SEEDED AND MULCHED AS PART OF THIS
Q CONTRACT.
S
12. ALL PAVEMENT STRIPING SHALL HAVE 2 COATS OF
N205420°W 398,05 d TRAFFIC—GRADE PAINT.
SITE DATA: REVISIONS "IT'S THE LAW" APPALOOSA CROSSING
BUILDING AREA 10,800 GSF DATE DESCRIPTION SNELLING OUTLOT J SITE PLAN
PARKING REQD 35 (2 DENTISTS, 8 EMPLOYEES, #5000 SF RETAIL) ENGINEERING, LLC US. 421 AND CR. 300 SOUTH
PARKING SPACES PROVIDED 8 13295 linofs Street ZONSVILLE, INDIANA
ADA SPACES REQUIRED 3
ADA SPAGES PROVDED 3 NORTH COMMERCIAL Suite 142 DRAWN: SCALE: SHEET:
7661 N PERIMETER ROAD Carmel IN 46032 ass SEE PLAN
9 20 40 60 Know what's below. INDIANAPOLIS, IN 46241 ;:Sl:ifﬁ:fﬂ'sgom ‘ 201
Call before you dig. PHONE: (317) 550—-0090 g geng. CHECKED: DATE:
GRAPHIC SCALE IN FEET WO A 870 Y0U 0 6ss 10/13/20
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DATUM AND BENCHMARK:

NGS N 78 1946 ELEVATION 900.31 (NAVD 88)

A DISK STAMPED N 78 1948 IN CONCRETE MONUMENT, LOCATED
3.2 MILES NORTHWEST OF EAGLE VILLAGE ALONG STATE
HIGHWAY 29 AND STATE ROAD 334, ALSO 48 FEET SOUTHWEST
OF THE CENTERLINE OF HIGHWAY 29, 1.7 FEET NORTH OF A
WHITE WOODEN FENCE CORNER POST.

CSC TBM #1 ELEVATION 901.22

NORTH EDGE OF SANITARY MANHOLE RIM LOCATED 380 FEET
EAST OF THE CENTERLINE OF MICHIGAN ROAD AND ALSO 525
FEET NORTH OF THE CENTERLINE OF BRIDLEWOOD TRAIL.

CSC TBM #3 ELEVATION 904.12

FOUND "X” ON THE SOUTH MOST BOLT ON A TRAFFIC POLE,

ALSO LOCATED 48 FEET SOUTH OF THE CENTERLINE OF 146TH
STREET AND ALSO 65 FEET EAST OF THE CENTERLINE OF

MICHIGAN ROAD.
R
RSHES) CSC TBM #6 ELEVATION 910.17
@ S
CUT "X” ON THE NORTH-NORTHEAST MOST BONNET BOLT OF A
az FIRE_HYDRANT, ALSO LOCATED B0 FEET SOUTH OF THE
g - CENTERLINE OF 146TH STREET AND ALSO 1070 FEET EAST OF
RSN THE CENTERLINE OF MICHIGAN ROAD.
NS CSC TBM #7 ELEVATION 8399.50
= THE SOUTHEAST CORNER OF A CONCRETE HEADWALL, ALSO
| LOCATED 970 FEET SOUTH OF THE CENTERLINE OF 146TH
STREET AND ALSO 26 FEET EAST OF THE CENTERLINE OF
[N o MICHIGAN ROAD.
©
9=
N NOTE: ALL PERFORATED SUBSURFACE DRAINS SHOULD BE
‘SMOOTH DOUBLE—WALL PIPE INCLUDING THOSE FOR PAVEMENT
‘SUBDRAINS, SWALES AND BMPS.

GRADING GENERAL NOTES

1. PROVIDE POSITIVE DRAINAGE IN ALL AREAS. PAVING CONTRACTOR
SHALL TEST FOR ANY PONDING CONDITIONS AFTER INSTALLATION
AND CORRECT.

2. PROVIDE SMOOTH TRANSITION FROM NEW AREAS TO EXISTING
FEATURES AS NECESSARY.

3. ALL AREAS WHERE PROPOSED ASPHALT PAVEMENT MEETS THE
D(lSTlNG PAVEMENT THE EXISTING PAVEMENT [DCE SHALL BE
PROPERLY SEALED WITH A TACK COAT MATERIAL

4. THE EXCAVATING C(NTRM:T(R IMSI TAK[ PARTICMR CARE
WHILE EXCAVAT (STING TREES TO REMAIN SO NOT TO DISTURB
AND TO IlIIlZ[ OR [LIIMAT[ DAMAGE TO ROOT SYSTEM.

5. THE EXCAVATING CONTRACTOR MUST TAKE PARTICULAR CARE
WI(N EXCAVATING IN AND ARUMI) EXISTING UTILITY LINES AND
25% EQUIPMENT. ~ VERIFY COVER REQUIREMENTS BY UTILITY CONTRACTORS
AND/OR UTIL"Y COMPANIES SO NOT TO CAUSE DAMAGE.

6. THE EXCAVATING CONTRACTOR OR LANDSCAPING C
SHALL INSTALL THE FINISH GRADE AT I/Z BCLOW FAVD‘[I"S WHEN
SHEET DRAINAGE IS PROPOSED ACROSS THA

7. AL AREAS WHERE THE EXISTING PAVEMENT OR PAVEMENTS ARE
DAMAGED DURING C(NSTRUC]!N FROM TWHC BY THE GENERAL
(CONTRACTOR, SUBCONTRACTORS IERS, SHALL BE RESURFACED
Oﬁ RECONSTRUCTED AT LEAST TO TI(R ORIGINAL CONDITION AFTER
N WORK IS COMPLETED.

8. T.C. SHALL INDICATE THE ELEVATION THAT WATER WOULD ENTER A
STRUCTURE WHEN STRUCTURE IS NOT A CURB INLET.

9. SPOT ELEVATIONS SHOWN ARE FOR FINISHED GRADE.

ATE

— LEGEND

A
119 of 18" RCKG\ \\

4.46) o PROPOSED STORM SEWER
o of! S
Bl PROPOSED
=
\33‘ of 24" RCP @ 0.73% 33" of 12" RCP @ 0.45% E E PS77_/ PROPOSED GROUND CONTOUR
m [D
| §‘ I 907.74] PROPOSED SPOT ELEVATION
: 1 ]
— ] L 1 — mosm SPOT ELEVATION )
3400 N L] OF CURB BOTTOM OF CURB)
MMP © 1307 ‘ 1 N2054'20°W  67.02 O
\H\\m’ of 24 RCP @ 0.78% e o 4;‘ LN 5209420 EMERGENCY FLOOD ROUTE DIRECTION
“IT'S THE LAW" APPALOOSA CROSSING
ALL PROPOSED STORM SEWER AND DRAINAGE REVISIONS SNELLING OUTLOT J GRADING AND
APPURTENANCES SHALL BE IN CONFORMANCE WITH DESCRIPTION S T R 0 N G BUX SINELLING bS. 1 D G 300 SouTH DRAINAGE PLAN
THE TOWN OF ZIONSVILLE STORMWATER TECHNICAL ENGINEERING, BoHSAE, AN
SO ANE U, Biies o =
Carmel, IN 46032 ) :
ALLEVIATE THE CONTRACTOR FROM ADHERING TO THE 20 40 60 Know whats below. R DANAROLS, I 4a20) Ph 317)657.0180 i S C301
REQUIREMENTS AS SET FORTH IN THE MANUAL. Call before you ig. PHONE: (317 550-5080 s snellngeng com cHEKED: onTE
CRAPHIC SCALE IN FEET 2 WORKING DAYS BEFORE YOU DIG. 6ss 'D/'J/ZD
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| S20°54°20°E — 491.32' (M)

-
20' R/ (DEDICATED TO TOWN OF ZIONSVILLE)

CONSTRUCTION SEQUENCE:

2
O]

1. SET UP_PRE-CONSTRUCTION CONFERENCE TOWN OF ZIONSVILLE
AT LEAST 48 HOURS PRIOR TO LAND DISTURBANCE.

2. INSTALL SILT FENCE, TEMPORARY ENTRANCE AND STAGING AREA,
AND CONCRETE WASH OUT AND FILTER SOCK.

un| [am [T 3. STRIP TOPSOIL AND STOCKPILE.

0
N N S|

S

ROUGH GRADING AND INSTALL STORM SEWER PIPE.
COORDINATE WITH SEPARATE INFRASTRUCTURE PLANS FOR
DOWNSTREAM DRAINAGE.

T0 ¢l 0350d0dd

QyvA 30IS 0L
QyvA 30is 01
908

5. INSTALL INLET PROTECTION AND RIP RAP AT END SECTION.

QyvA 305 01

QvA 301
advA 3ais 01

‘ 6. INSTALL EROSION CONTROL BLANKET ON ALL SLOPES 4:1 OR
GREATER.  TEMPORARY SEED ALL OTHER EXPOSED AREAS TO
‘ REMAIN EXPOSED FOR MORE THAN 15 DAYS.

7. INSTALL FLAT CONCRETE AND PLACE STONE BASE FOR
PAVEMENT AREAS. INSTALL PAVEMENT UNDERDRAINS.

NIVAT J3IVM

OUTLOT J 8. INSTALL REMAINING UTILITIES. PERMANENT SEED AND MULCH
DISTURBED AREAS FROM UTILITY INSTALLATION.

1.17 ACRES

9. REMOVE ANY ACCUMULATED SEDIMENT WITHIN PARKING AREAS
AND REPLACE IN NON—-STRUCTURAL FILL AREAS ONSITE. DO
NOT TRACK MUD OR SEDIMENT ONTO PUBLIC OR PRIVATE
STREETS.

OUTLOT |

1.48 ACRES oMM AREA

U. B.S. Dl & I./E E.
6.14 [ACRES

70" R/w|Privafe) |

S69°02'39"W _300.00°

10.  PLACE BINDER COURSE ON ASPHALT PAVEMENT AREAS.

| "ON qor

. INSTALL CURBS AND SIDEWALKS.

‘I0® SS N S

96¢ - uz) ‘ezis edid

12. REPLACE TOPSOIL IN AREAS TO BE LANDSCAPED.

&

PERMANENT SEED OR SOD AS SHOWN ON LANDSCAPE PLAN.

‘FQ%® ss NSk

S

INSTALL LANDSCAPING.

15. INSTALL ASPHALT SURFACE COURSE.

I'd

o

NB9'02°39"E  225.02°

16. REMOVE CONCRETE WASH OUT AFTER COMPLETION OF ALL
CONCRETE WORK.

's 17. REMOVE SILT FENCE AND INLET PROTECTION AFTER ALL AREAS
ARE STABILIZED.
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[EROSION CONTROL_SPECIFICATIONS.

SCOPE_OF WORK

1.

1.

The work required under this section includes erosion ond sediment control megsures
for construction activities as required by local, state and federal jurisdictions including
by not //m/ted to_ County Soil & Water Conservation District, Local MS4, Indlana
ond the £ Protection Agency.

D £
RIA

Materials  required for this section are provided under the Stormwater Pollution
Prevention Plans, Erosion & Seditment Control Notes, and Details.

C.  GENERAL

1.

This plan is designed as an attempt to prevent any and all sediment from leaving
the construction site by way of erosion. If erosion of sediment from the site is
taking place, the owner shall take preventative action immediately. The Engineer shall
be consulted in the event this happens.

2. Temporary secding is to be applied within 7 days if no work is anticipated in on

area of disturbed soil within 15 days.

3. Permanent seeding is to be applied immediately to areas that have achieved final

and finished grade.

4. Preserve existing vegetation on the site whenever and wherever possible to prevent

topsoil erosion.

5. Al sediment capturing measures are to be implemented prior to the disturbonce of

the construction area they are intended to service.

6. All erosion control measures proposed are to be properly maintained to continue  their

effectiveness.

7. If grading occurs during December, Jonuary or February dormant seeding procedures

shall be used.

8 During dry weather, keep lawns watered with sprinklers or other opproved methods.

Reseed any areas not germinating or damaged at intervals os may be required
according to seasonal condition and/or construction act/wty Water grass and execute
necessory weeding until full stond of gross has been obtained.

9. The implementation and maintenance of the erosion control is the sole responsibility

1

20.

of the contractor and/or owner.

S

It shall be the Contractor’s and/or Owner's to minimize

(from on—site construction activities) from being deposited onto adjacent properties
and  receiving  streams/ditches in  strict complignce with the United States
Environmental  Protection Agency (US. EPA) ond the Indiana Department of
Environmental Management (IDEM) Storm Water Phase Il criteria. It shall also be the
Contractor’s and/or owner’s responsibility to obtain any approvals required from the
local authority having /unsd/ct/an and to submit a complete Notice of Intent form to
the Indiana of £ (IDEM) prior to the start of any
construction activity.

Provide 12" Minimum of INDOT #2 crushed stone on filter fabric construction
entrance(s) to site from streets/roads. See details for additional information.

2. Contractor shall at all times insure that erosion control measures pmtec!mg existing
drainage facilities be in place prior to the commencement of any phase of
construction or lond olteration activity.

3. As soon as areas are brought to finish grade or new drainage facilities are
constructed, contractor shall ~construct the opplicable erosion control meaosures
required by and delineated on the approved plan.

~

During site construction activity, the contractor shall:

Construct all perimeter silt barriers.

Install and maintain clean crushed stone ot all construction entrances/exits to the
site and any areas used for parking.

Prevent construction silts from leaving the site at all times and place excavated
materials away from any direct drainage flow runoff from the site.

=8

o

5. Temporary vegetation shall be installed within 7 days following completion of any
phase of grading.

S

Contractor shall inspect all erosion control measures daily and repair as necessary to
prevent erosion. Siltation shall be removed from areas where failures have occurred
and corrective action shall be taken within 24 hours to maintain all erosion control.

7. Perimeter siltation barriers shall be maintained at all times.
8. At such time that rough grading of the site is complete and drainage diverts to

inlets, inlet erosion control measures shall be installed at all inlet structures to keep
piping systems free of siltation.

©

Erosion control measures, construction entrances and siltation barriers shall remain in
place until a good stand of grass has been obtained and/or paving operations are
complete. After this has been accomplished, all silt in pipes, detention facilties and
swales shall be removed within 10 days so that finished grades are met.

S

Once construction is complete and prior to the contractor handing over the project to
the owner, the contractor shall clean oll debris, pollutonts, and sediment from the
detention pond and forebay.

SPILL PREVENTION PLAN

Al fueling and servicing of vehicles on site will be conducted near the construction
entrance/staging area. This area shall be contained with a row of staked straw bales
oround the perimeter. Secondary containment in the form of drip pans or drop cloths
shal be wused to contain any spills. The contractor shall maintain o supply of
oil—obsorbent moteriol to clean up any small spills that may occur. Any spillage will be
removed immediately. Used absorbent material shall be removed from the site and
disposed of in accordance with the laws of the State of Indiana. Contominoted soils will
be placed on heovy plostic and covered or placed into approved containers to prevent
contoct with storm woter. All fuel tonks will be in the containment areo. Qils, other
vehicle fluids, points ond solvents will be stored in the construction troiler. Any spill in
excess of two gallons will be reported to a representative of the contractor.

If a release containing a hazardous substance in an amount equal to or in excess of a
reporting quantity established under either 40 CFR 117 or 40 CFR 302 occurs during a
24-hour period, the contractor will immediately notify the permittee who shall then do the
following: notify the National Response Center (NRC) (800-424-8802) and the Indiana
State Emergency Management Agency (317-232-3986); as well as the Local/County
Emergency Management, the Local Fire Department (911), and Zionsville Engineering
Department. Also, the engineer will prepare a revision to this document to identify
measures to prevent the reoccurrence of such releases.

Concrete trucks will wash out at the designated area neor the construction entrance. The
contractor shall take care to insure that no waste materiols ore discharged into the
waters of the stote. Each contractor is responsible to provide litter control for trash
generated by his crew. All trash including but not limited to; solid woste, paint cons, oil
cans, used oil ond fiters will be contoined ond disposed of by the controctor in
accordonce with the lows ond regulations of the Stote of Indiana ond Local/County
requirements.

The cantroctor shall furnish and maintoin sonitary focilities for this project. The facilities
shall be cleaned as necessary and the waste materials shall be disposed of in
accordance with the laws and regulations of the State of Indiana and Local/County
requirements.

GENERAL EROSION AND SEDIMENT CONTROL STAGING NOTES

1. The Contractor shall schedule and hold a pre—construction meeting with the Zionsvile Engineering
and Stormwater — MS4 Departments prior to any construction activities.

2. Al erosion and sediment control practices shall be in accordance with the Indiana Stormwater
Quality Manudl, Indiana Department of Environmental Management, and the Zionsville Stormwater
Design Manual and Standards.

3. The Notice of Intent (NOI) and public notice for the project, along with the Governing Municipality
Erosion County Permit, shall be posted on a sign installed at or near the site contstruction

entrance.

The NOI shall list the contact information for the site contact person. The sign and

information shall be maintainted and remain leglible throughout construction.

4. A copy of this Erosion and Sediment Control Plan and the Erosion and Sediment Control Report
shall be ovailable ot the project site throughout the entire construction period.

5. The contractor shall control woste, gorboge, debris, wostewater, and other substances on the site
so they will not be tronsported from the site by the oction of wind, storm water runoff, or

other forces.

Proper disposal or management of all wastes and unused building material

appropriate to the nature of the waste or material is required.

6. Public or private roadways shall be kept clear of accumulated sediment.
cleared must be returned to the likely point of origin or other suitable location.

Al sediment that is
Clearing of

large amounts of sediment shall not include flushing the area with water.

~

Minimize the exposure of bare earth by limiting the work area to that necessary to perform the

work, and by proper scheduling of manpower and equipment.

8. All erosion and sediment control measures shall be inspected, cleaned, and maintained following
each storm event of 0.5 inches or greater.

9. Wherever possible, maintain existing vegetative cover. Use non—vegetative material including mulch,
erosion blankets, or stone to contral erosion from disturbed areas.

10. A log sholl be maintained of all inspections (weekly, and fallowing storm events), maintenance

ond repair of erosion ond sediment cantrol measures.

The log shall be maintoined on site and

be ovailoble upon request to the owners representotives and the operoting authorities hoving
jurisdiction aver the site.

11. The following erosion control measures shall be in place prior to any land disturbing activities:

11.1. Create a stabilized construction entrance

11.2. Install Temporary Inlet Protection Measures on existing storm inlets.

11.3. Install Temporary Silt Fence and/or Silt Sock Protection as shown on approved plans
11.4. Install Temporary Concrete Washout

12. Once land disturbing activities begin, the following practices shall be provided:

12.1.

12.2.

Once earth disturbing activities begin, the adjacent roadways, drives, parking lots, etc., shall
be continuously monitored for sediment tracking. If sediment is found, immediate action is
required to clean the offsite areas and the current erosion control practices will need to be
inspected and modified accordingly to prevent any further sediment from leaving the project
site.

Once the new storm structures/pipes are is in place, the appropriate type of inlet

protection measures shall be placed.
12.3. Continued monitoring of all exposed areas shall be performed in order to verify the

surrounding areos ore not becoming sediment loden from construction activities onsite.
12.4. As the construction accurs, disturbed areos shall be stabilized as soon os they are ot

finished grade or will be left bore for more thon 15 days.

12.5. Provide final grode stobilization upon final grading of all oreos including erosion control
blanketing, seeding and sodding as appropriate.

12.6. Storm sewers shall be jet/vacuumed to remove silted materials in the event they become
silted from construction activities onsite.

12.7. Silt fence shall be installed prior to any privacy fence removal. New privacy fence shall be

installed before any silt fence is removed.

13. Whenever possible, erosion and sediment control measures shall be constructed and installed
prior to performing other earth disturbing activities.

4. Minimize erosion from exposed areas by providing and maintaining temporary or permanent

stabilization measures. Erosion control measures to protect exposed areas shall be installed at
the end of the day's work or within 24 hours of the completion of the earth disturbing activity,
as applicable for the type of measure.

5. All disturbed oreos shall be seeded and/or stabilized upon completion of the earth disturbing

activity.

6. All groded oreos (lowns, bonks, mounds, etc.) with slopes equal to or steeper thon 6h:1v shall

be stobilized with on erosion control blonket unless noted otherwise. Al constructed swoles
channels shall be stabilized with an erosion control blanket to the top of the bank. Soil
stockpiles shall be seeded and mulched to minimize erosion.

7. All other lawn and planting areas shall be seeded and stabilized with an anchored, crimped or

tackified mulch and seed mixture.

8. Areas to be paved shall be stabilized with a temporary stone cover. The temporary stone
stabilization shall be equivalent to the proposed

stone sub-base material. Adequate sub-base

depths shall be maintained during construction, verified and restored, if necessary, prior to final

paving.

Stone stabilization shall be installed per the paving specifications and details.

9. Install pipe and grate inlet protection measures and pipe outlet protection as new pipes or pipe
extensions are installed.

Limit excavation to the work that can be performed that day.

Trenches shall be seeded and mulched as part of the backfill operation.

20. Instoll inlet protection measures to prevent debris and sediment from entering storm system.
check weekly ond ofter each storm event for debris and sediment. Clear blockages os identified.
Torn, domaged or ineffective measures shall be replaced.

21. Soil stockpiles shall have oppropriote perimeter protection to prevent sedimentotion of the
surrounding acres. Any stock pile that will not be disturbed for 15 days or longer shall be
seeded and protected with mulch or erosion control blanket.

22. All disturbed areas where work will potentially cease for 15 days or longer shall be seeded and
stabilized immediately upon completion of the activity.

23. Erosion and sediment control measures shall be maintained until the site has a 70% vegetative
stand.

24.0nce construction is complete and prior to the contractor handing over the project to the owner,
the contractor shall clean all debris, pollutants, and sediment from the detention pond.

ASSESSMENT_OF CONSTRUCTION PLAN ELEMENTS:
Al Plon index is provided on the Cover Sheet.

A2An 11x17 Plan providing the proposed improvements and erosion control measures is
provided separately.

AJ Project Description
The project consists of a new retail building ond associoted parking.
to serve the site is proposed ond is port of o seporote submittal.

Infrastructure

A4 Vicinity Map
A Vicinity Map is provided on the Cover Sheet.

A5 Legal Description of Plat
The Land Description(s) for this project are provided on record boundary surveys of
this Construction Set.

A6 Location of all Lots and Proposed Sit &
The proposed improvements are a new building and parking lot. See the sxte p/an
sheets and ulility sheets included in this C ion Set for it

A7 Hydrologic_Unit_Code
05120201120050

AB State or Federal Woter Quality Permits
No State or Federal Water Quality Permits are anticipated with this project.

A9_ldentification of Storm Water Discharges
The majority of storm water runoff will be collected by surface drainage, inlets and
pipes directed to detention ponds that outlet into a storm sewer within Bridlewood
subdivision, then to Cox Creek.

A10 Nearby Waterc and Lake:
No major water courses are near the site.

Al1 Receiving Woters
The praject site is locoted within the Cox Creek ond Holliday Creek Watersheds with
ultimate discharge to Eagle Creek. This project’s storm water runoff is conveyed
through swales, culverts, and storm sewers into proposed wet detention ponds and
then east into the receiving system.

Al2 Potential Di to
There are no known abandoned wells, sink holes or other similar potential points for
discharge into the ground water within the project area. Normal percolation of the
water from the grass areas will occur to the water table.

Al3 100 Year F and Floodway Fringes
The project site is located within the FEMA Community Panel Map # 18011C00332E
dated Jonuary 18, 2012. Review of the mop indicotes the project site is locoted
within the Flood Designation shaded Zone ‘X’ and unshaded Zone 'X’. The Flood
Designation Zone X does not have an associated Base Flood Elevation.

Al4 Storm Water Runoff Discharge Summary
The pre and post developed storm peak flow rates to Cox Creek for the 10 & 100
year storm events for this project are presented below (for the overall project):

Pre—Construction 10 Yr Runoff Rate = 58.6 cfs
Post—Construction 10 Yr Runoff Rate = 3.8 cfs
Pre—Construction 100 Yr Runoff Rate = 112.9 cfs
Post-Construction 100 Yr Runoff Rate = 7.5 cfs

A15 Adjacent Land Use
NORTH — VACANT COMMERCIAL, RESIDENTIAL
SOUTH — RESIDENTIAL
WEST — RESIDENTIAL
EAST — RESIDENTIAL

Al6 Locations & Appr of Disturbed Areas
The proposed disturbed areas are shown on the Site Layout Plan,
Grading Plan, Utility Plan, and Erosion Control Plan Sheets located
within this Construction Set.

Al7 Existing Vegetative Cover
The site is currently s cultivated form field.  See the Existing
Conditions,  Site Plan, and Gradmg F/an located  within  this
C jon Set, for on existing conditions.

Al8_Site_Soils_Information

The Soil Survey information obtained from the Natural
Resources Conservation Services (NCRS) website for the soils present
onsite are provided to in a table to the right. A soils map is
presented on sheet C305.

A19 Storm Sewer System
The proposed storm sewer system will consist of storm inlets, and
storm sewers that will all drain to the proposed dry detention
pond. See the Utility Plan Sheets for additional information.

A20 Off Site Construction Activities
All areas of the proposed construction are shown on the
Construction Plan Set. It is intended that no construction will occur
offsite. ~ If the contractor deems it necessary to perform offsite
work, the contractor will file an amended NOI Rule 5 Permit.

A21_Locations of Soil Stockpiles
Stockpile areas are not anticipated for this project site. In the
event that additional soil stockpiles or borrow pits become
necessary, the IDEM Rule 5 Permit for this project may need to be
revised.  Contractor shall coordinate offsite work with the local
MS4 Operator, Soil & Water Conservation District and IDEM, and file
an amended NOI Rule 5 Permit.

A22 Existing Site Topography
The project site slopes south toward an existing retention pond
which outlets to yet another pond and in turn discharges into the
Willow Creek Subdivision Regulated Drainage Easement.  Refer to
the Site FPlan, Grading Flan, and Erosion Control Plan Sheets for
additional information.

A23 Proposed Site Topography
This project will include alterations to the existing site topography
including excavation and fill in certain areas. Refer to the Grading
Plans for detailed information.

CONSTRUCTION COMPONENTS

B1_Construction Potential Pollutant Sources

The main sources of pollution during construction will be silt, construction

materials, and petroleum products used in construction equipment. Erosion and

sediment control measures will be put in place before construction begins to

minimize the possibility of silt entering stormwater. The contractor is to cover

all material storage areas before cmy expsc!ed rainfall event to prevent
/

pollution  of from The contractor is

maintoin a fueling ond servicing area to m/mm/ze the danger of pollutants
Instructions for the fueling
and servicing area are provided in sect/tm B13 — Material Handling and Spill

entering from
Prevention.

B2 Sequence of Construction
Refer to the Erosion Control Staging Notes that are presented on sheet
C10.00 for detailed information concerning this topic.

B3 il Construction Entrance
Refer to the Erosion Control Plan Sheets, Erosion Control Detail Sheets and
the Erosion Control ifi for i e ing this topic.
dimen: ntro/ Measures for Sheet Flow Area:

Refer to the Erosion Control Plan Sheets, Ems/on Control Detail Sheets and

the Erosion Control for ir this topic.
B5_Sediment Control Measures for Concentrated Flow Areas
Refer to the Erosion Control Plan Sheets, Erosion Control Detail Sheets
the Erosion Control for i e this topic.

9

B6 Storm Sewer Inlet Protection Measures
Refer to the Erosion Conha/ Plan Sheets Ems/an Can!fo/ Detail Sheets
the Erosion Control or g this topic.

Q

B7_Runoff Control Measures

Refer to the Erosion Control Plan Sheets, Erosion Control Detail Sheets and

the Erosion Control for i e this topic.

B8 _Stormwater Outlet Protection Megsures

Refer to the Erosion Control Plon Sheets, Erosion Control Detail Sheets ond

the Erosion Control for i egarding this topic.

B9 _Grade Stabilization Locations

Refer to the Erosion Control Plan Sheets, Erosion Control Detail Sheets and

the Erosion Control ifi for i el this topic.

B10_ Location,  Dir
Megsures

Refer to the Erosion Ccmtm/ Plan Sheets , Emsum Ccmtm/ Detail Sheets and

the Erosion Control for i e this topic.

B11 Temporary Surface

Refer to the Erosion Control P/an Shests f Ems/on Control Detail Sheets and

the Erosion Control for ir (3 this topic.
B12Permanent Surface ilic Measures
Refer to the Erosion Control Plan Sheets, Erosion Control Detail Sheets and
the Erosion Control for i e this topic.
1 faterial Handling and Spill Prevention

nd

nd

ond_ Details  for  Stormwater  Quoality

The contractor shall provide o centrol orea for fueling and servicing of
equipment. This area shall be contained with o row of stoked straw bales
around the perimeter. Secondary containment in the form of drip pans or
drop cloths shall be used to contain any spills. The contractor shall maintain
a supply of oil-absorbent material to clean up any small spills that may
occur. Used absorbent material shall be removed from the site and disposed

of in accordance with the laws of the State of Indiana. Refer to the Spill

Prevention Plan located on this sheet for additional information.

B14Monitoring_and

The details for each Erosion and Sediment Control Proctice used within these
plans lists the specific gquidelines for the maintenance of each type of

practice used.

15Practices for Indjvidual Buildin

The Erosion and Sediment Control Practices pertain to the entire project site.

There are no individual building lots for this project.

POST_CONSTRUCTION COMPONENTS

C1_Post Construction Potential Pollutant Sources

The majority of the post construction potentiol pollutant sources for this
project are oil, grease, ontifreeze, brake fluid, broke dust, rubber
fragments, gasoline, and other hydrocarbons from vehicles. Other potential
pollutants could include sediment from wearing of the road surface and
washing or falling off of vehicles, trash from littering and other types of
improper disposal and storage, and elevated receiving water temperatures
from stormwater runoff contact with impervious surfaces.

C2 Post Construction Storm Water Quality Measure
The water quality treatment system will include Hydro International First
Defense hydrcdynam/c separotors and (J) detent/on pands for secondary

of the pus[ canstmct/an water qua//ty measures, p/eose re/e/ back to the
Erosion & Sediment Control Staging Notes that are presented on this sheet.

CJ3 Post Construction Stormwater Quality Measure:
This project was designed to minimize pollutants and the impact on the
receiving waters and the surrounding environment. All storm water
ossocioled with this project is collected through o storm sewer system thot
drain through hydrodynamic separators prior to entering wet detention
ponds which will treat the stormwater runoff prior leaving the pond. The
existing south detention pond was master planned to be used as the water
quality measure for the project area.

C4_Location, Dir
Quality
Refer to the Site Plon, Grading Plon, Utility Plan, and Erosion Control Plon
Sheets for information regarding this topic.

& _Construction Details of Stormwater

C5 Post Constructi ‘mwater Quality Measure:
See stand—alone Operation and Maintenance Manuals for the hydrodynamic
separators.

The detention ponds will be maintoined ond monitored during this project
by the contractor and the current owner. The owner of this project will
be responsible for the detention pond once construction is complete, as it
currently is required.  Storm sewer inlets and pipes will also need to be
inspected on a reqular basis and cleaned as necessary.

For guidelines, the tables below provides a list of Maintenance and
Inspection Activities for the contractor, pond owner, and project owner.

MAINTENANCE & INSPECTION

MAINTENANCE / INSPECTION SCHEDULE

ITEM D

ESCRIPTION INTERVAL

Inspection of Emb

ankment Annual Inspection and/or after major

storm events

Inspection of Outlet Structures / Riprap

Monthly Inspection and/or after major
storm events

Inspection of Stormwater Inlets

Inspect Monthly

Condition of Embankment

Annual Inspection and/or after major
storm events

MAINTENANCE / INSPECTION LIST

ITEM DESCR

SATISFACTORY /
UNSATISFACTORY

ACTION TAKEN/

IPTION COMMENTS

1. CONDITION OF EMBANKMENT

Healthy vegetation with at
cover

least 85% ground

No signs of erosion on embankment

No animal burrows

Embankment is free of cro.
sliding

cking, bulging or

Embankment is free of woody vegetation

Embankment is free of leaks or seeps

No slope protection failure

2. CONDITION OF OQUTLET S

TRUCTURES

Low flow outlet free of obstruction

Flared End Section not blocked or domaged

Outlet pipe is not blocked
condition

and is in good

Outfall channels are stable
scouring

and free of

Riprap is good condition and not sediment
laden

3. CONDITION OF INLET STRUCTURES

No riprap failures

No evidence of slope erosion or scouring

Inlet storm pipes are in goad condition

operational

Inlet storm pipes are not clogged and are

condition

Endwalls/Headwalls/End Sections are in good

Inlet grates are free of obstructions

sediment

Inlet bottoms are free of debris and

DISTURBED AREA =
2. There shall be no dir

instal

1. Additional erosion control measures may be required by the field inspector.

3. Al erosion control materials shall be opproved by the Town of Zionsville prior to

llo
THE E()NTRACTOR IS RESPONSIBLE FOR ALL INSTALLATION AND MAINTENANCE OF EROSION

EROSION CONTROL NOTES:
3.40 ACRES

t, debris, or storage of materials in the street.

CONTROL AND STORM_WATEI

R_POLLUTION PREVENTION FOR THE PROJECT AREA:

Construction Manager:
Address:

Contact:

List of Qualifications:
Controctor s to inform the City
ot the pre-canstrucion meeting,

THE INDIANA STORM WATER QUALITY MANUAL SHALL BE USED IN CONJUNCTION WITH
THIS SET OF EROSION CONTROL PLANS.

Strongbox Commercial, LLC
7661 N.Perimeter Road
Indianapolis, In 46241
Jerry Williams, P.E.
jwilliams@strongbox.co

of Zionsvill's City Enginger of who this stormwater polltion prevention individuol is
prior 1o ony earth disturbing & construction activiies.

REVISIONS

"IT'S THE LAW"

DATE DESCRIPTION

STRONGB@X

COMMERCIAL

SNELLING
ENGINEERING, LLC

13295 lllinois Street
Suite 142

7661 N PERIMETER ROAD

Know what's below. INDIANAPOLIS, IN 46241

PHONE: (317) 550—0090

Call before you dig.

2 WORKING DAYS BEFORE YOU DIG.

Carmel, IN 46032
Ph: (317) 697-0180
www.snellingeng.com

APPALgS_?f\OQrR;OSSING STORMWATER POLLUTION
U.S. 421 AND C.R. 300 SOUTH PREVENTION NOTES
ZIONSVILLE, INDIANA
DRAWN: SCALE: SHEET:
ass SEE PLAN
CHECKED: DATE: C304
6ss 10/13/20




®

pots__ 200
2 X 7" W00D OR STEEL
FENCE POST W/ PROJECTION T
10 FASTEN FABRIC STABILIZED BASE = e o o
|- SPACING ' 0. FILTER-BARRIER STRAW BALE BARRIER
FILTER FABRIC - SAND BAG, GRAVEL, OR \{ SLOPE TO
EARTHEN CONTAINMENT :
ovEN OR ONWOVEN Falh N LOW PONT Filter Sock General Notes:
~NO JOINTS ALONG LENGTH X 1 2° X 2" X ¥—0" wooden 1. Remove sediment from behind the filter
~STAPLE OR WIRE TO POSTS 5 e -t et Stake or 1/2" steel post. sock once It accumulates to one—half of
~(AND WIRE FENCE IF USED) B FRONT ELEVATION smiLze wis ke —|0_| See notes this sheet. the original height of the filter sock.
- i N eORLCATE sk ! \ 2. Inspect filter socks after each runoff
6" X 6" TRENCH 2 2 0 12° Dia. Filter Sook event. Remove ond replace if signs of
10 B¢ SACKFLLED R 0 lova for locotion undercutting or downstream rills are
AND COMPACTED BE o SLOPE © &% see plona for location observed.
1}
| DOWNSLOPE 0 3. Filter socks should be removed from
Ik & Erosion Control blanket slopes after stabilization is complete,
) 1% see plans for applicability unless directed to leave in place by Agency.
&
$
<) 4 J 4. Removal shall be accomplished by cutting
o sock open and spreading the fill
FILTER-BARRIER ... moaterial on the site. All non—biodegradable
STABILZED BASE 0 4 12" Min. materials shall be removed. Filter socks
, 0 applied in ditches shall be completely
INSTALLATION: 6" CRAVEL BERM - o o o removed once vegetation Is established or as
1. THE BOTTOM 1" OF THE FENCE SHALL BE BURIED IN THE TRENCH ON THE UPSLOPE SIDE. f directed otherwise by Agency.

2. FENCE SHALL BE INSTALLED ALONG LEVEL GRADES, NOT ACROSS FLOW CHANNELS.

3. IF OPTIONAL SUPPORT WIRE FENCE IS USED, POST SPACING MAY BE EXTENDED T0 8' O.C. s s
ENTRANCE & EXIST TO WASH AREA
MAINTENANGE: SECTION A-A WIDTH AS REQUIRED TO ACCOMODATE PLAN
1. INSPECT SILT FENCE PERIODICALLY (WEEKLY) AND AFTER EACH STORM EVENT. EQUIPMENT AND SPRAY-SPLASH AREA LLAN Fl LTE R SO C K
2. IF FABRIC IS TORN OR DAMACED OR IN ANY WAY BECOMES INEFFECTVE, REPLACE THE CONSTRUCT GRAVEL BERM 6" ABOVE
AFFECTED PORTION IMMEDIATELY. STABILIZED BASE COURSE AT ENTRY-EXIT ® NO SCALE
3. REMOVE DEPOSITED SEDIMENT WHEN IT REACHES HALF THE HEIGHT OF THE FENCE, OR IT 10 RETAIN WASH RUNOFF.

IS CAUSING THE FABRIC TO BULGE.
4. TAKE CARE NOT TO UNDERMINE THE FENCE DURING SEDIMENT REMOVAL.
5. AFTER THE CONTRIBUTING AREA HAS BEEN STABILIZED, REMOVE THE FENCE AND REMAINING

SEDIMENT, BRING THE DISTURBED AREA TO GRADE, AND STABILIZE. CONCR E TE WASHOUT
5 12" THICK FACE OF
SILT FEN CE NO SCALE s r—-[ INDOT NO.8 STONE

NO SCALE L
,, IR d
STANDARD 2 LIFT HANDLES
~OVERFLOW AREA
INDOT NO. 8 STONE \WER FABRIC
PLAN| STAKES
STABILZATION
PRACTICE: | JAN. FEB. WAR. APR. MAY JUNE  JULY AUG. SEPT. OCT. NOV. DEC.
EMAE - - - — —— —— — — — — — MAINTENANCE:
SEEDING SEE LANDSCAPE: PLANS WPE OF RP R L1 1. INSPECT WEEKLY AND AFTER EACH STORM EVENT.
- — - - — — — — — — — 2. INMEDIATELY REPAR ANY EROSION OR PIPING HOLES THROUGH OR AROUND THE FILTER
TMPORARY SEE LANDSCAPE PLANS 3, REMOVE SEDIMENT WHEN [T AS ACCUMULATED TO 1/2 OF THE SPILLWAY DEPTH.
- - _ T 4. REPLACE GRAVEL FACING IF CLOGGED WITH SEDIMENT.
5. REPLACE ANY DISPLACED ROCK OR STONE, REPAIR ANY DAMAGE CAUSE BY DIPLACED
MULCHING ROCK.
- = - ALTER FABRIC (NRAR 6. CHECK FILTER AND SPILLWAY HEIGHTS. MAINTAIN PROPER DEPTHS OF ROCK AND STONE.
A = KENTUCKY BLUEGRASS 40% TURF TYPE TALL FESCUE 40%, ANNUAL RYE GRASS 20% THON R EQUAL)

PLUS 3 TONS OF STRAW MULGH/ AGRE SECTION
APPLY MIXTURE AT A RATE OF 2 LBS. PER 1000 SQT. I MAINTENANCE:

1. INSPECT RIP-RAP APRON AFTER EACH
B = SPRING OATS 3 BUSHEL PER ACRE ROCK CHUTE DIMENSIONS STORM_EVENT FOR STONE DISPLACEMENT ROCK FILTER CHECK DAM

STAINLESS C = WHEAT OR RYE 2 BUSHEL PER ACRE AND EROSION AT SIDES AND ENDS OF
STEEL D = ANNUAL RYE GRASS (1 LB. PER 1000 SQ. FT.) APRON | D | L [Wi{w2|T TveE THE APRON NO SCALE
CLAVPING 2. REMOVE AND STABILIZE EXCESS
CLaw £ = STRAW MULCH (90 LBS. PER 1000 SO.FT) PIPE/STR D] (N) | (FT) | (FT) | (FT) | (N) SEDIMENT EVIDENT ON APRON.

®/1/® IRRGATION NEEDED DURING JUNE. JULY, AND / OR SEPTEMBER. ! 12]15) 2213 [205] RVENENT | 3. R A R ONE STONE

@ @ |RRIGATION NEEDED FOR 2 TO 3 WEEKS AFTER APPLYING SOD SIZE AND DO NOT PLACE ABOVE

FINISHED GRADE.
NOTE: ALL SEEDING SHALL HAVE 12-0-12 FERTILIZER APPLIED 4. RIP-RAP SHALL MEET INDOT
400-500 LS. PER ACRE OR AS SPECIIED ON LANOSCAPE PLANS SPECIICATIONS
NO SCALE NO SCALE

ALL PRODUCTS MANUFACTURED
BY INLET & PIPE PROTECTION, INC

INSTALLATION:
DISTRIBUTED BY ADS

1. REMOVE GRATE

2. DROP FLEXSTORM INLET FILTER ONTO WWW.INLETFILTERS.COM
LOAD BEARING LIP OF CASTING OR (866) 287-8655 PH
CONCRETE STRUCTURE (630) 355-3477 FX
3 REPLACE GRATE INFOQINLETFILTERS.COM
- P
IN_CHANNELS, ROLL OUT STRIPS OF ROLL WIOTH ROLL WIDTH 300
‘N LET F)ROTECT‘ON NETTING PARALLEL TO THE 275
DRECTION OF FLOW.
. P 2| ¢
NO SCALE JOIN STRIPS BY ANCHORING AND 2, = w28
o, QVERLAPPING o D o olyg &0 |
(2T 20 = 175 ¢
(LT g =
L Y e e 34 P ¢
S e c
s o 3 18 Pooom S s
L AR50 g
FIGURE 1 B e i 34, I & = 10
SO RPT AR AAT S . L]
FIGURE 1 T e B od NG & s
% & 7 50 —
STAPLES STAPLES AlB
FIGURE 3 X V. 25 B
0.7 STAPLE/SQYD. 1.15 STAPLE/SQ.YD. 1.7 STAPLE/SQ.YD. 3.4 STAPLE/SQYD. 4 ;L‘();E Tl SWAE
PATTERN A’ PATTERN '8’ PATTERN ¢’ PATTERN D’

ANCHOR NETTING IN A 6
INCH TRENCH.

INSTALLATION:
1. BLANKET SHALL BE BIODEGRADEABLE WOOD, STRAW OR COCONUT—FIBER MAT ENCLOSED IN A PHOTODEGRADABLE MESH.

0 2. SWALE. CHANNEL LINNGS REQUIRE A 2' MIN. OVERLAP AT LONGITUDAL JOINTS. SIDESLOPES SHALL HAVE A 6" MIN. OVERLAP. THE UPSTREAM BLANKET
Install construction entrance from street I 3 igéLLs ?b%:ﬁ%:LwRTEHEUP%:m?ML.ONCER OR HEAVIER GAUGE STAPLES MAY BE NECESSARY FOR SOME SOIL TYPES.
to face of proposed building or at a 507 4. USE STAPLE PATTERN INDICATED OR MANUFACTURER'S RECOMMENDATION, WHICHEVER REQUIRES THE GREATER STAPLE FREQUENCY.
. i g, Us 42 s0ne 3 FIGURE 2. e 2 g Ve ot it ) L o i ok i e U e 1 . enons 0 e
datancn b Gaage minimum depth.
2. A geo-textile is required undemeath the HoTR: MAT ON_SLOPE SECTION SAUNSPECTWEEKLY, AID AFTER EACH STORM EVENT. ESPECULY AT THE EDGES OF BLANKETS WHERE EROSON MAY UNDERCUT THE MATERIL
entrance o extend its 1[||\C|KD|].1||[_\|'. CONTRACTOR SHALL USE NORTH AMERICAN 2. REPAR AND REPLACE DAMAGED MATERIAL AND ERODED BASE AREAS IMMEDIATELY.
% 3. Flare our entrance where it meets the CREEN SCI50 BUAKET OR APPROVED 3. RESTAPLE AND RESECURE AS NEEDED FOR EROSION CONTROL.
street so that vehicle wrn radiuses do not
travel over disturbed ground
4. Perimeter Controls (silt fence) should be EROS‘ON CON TR oL BLANKET ‘NSTALLA‘HON GU‘DE
ToT Cowse Aggregete turned into the lot for a few feet where
Gec-mtte Underieymerd. — tion crtrance. NO SCALE
5. Inspect weekly and within 24 hrs of a 12"
of rain. Freshen or replace stone as needed to prevent off site tracking. If offsite tracking is occurring,
clean up immediately, and correet the reason why the drive is fail s soon as possible. Complete
repairs before the next anticipated rain and by no later than one week from the date they are noted,
REVISIONS "IT'S THE LAW" APPALOOSA CROSSING

STORMWATER POLLUTION
OUTLOT J
TEMPORARY STONE DATE DESCRIPTION STRONGB@YX SNELLING 45 12 0 i 300 S0 PREVENTION DETAILS

CONSTRUCTION ENTRANCE DETAIL COMMERCIAL ;ﬁz?ﬂ'"”“s"ee' TS MO

NO SCALE y DRAWN: SCALE: SHEET:
7661 N PERIMETER ROAD ;ﬁ_"&ﬁ';:%;ﬁg?éo 6ss SEE PLAN
Know what's below. INDIANAPOLIS, IN 46241 : " C305
Call before you dig. PHONE: (317) 550—0090 www.snellingeng.com CHECKED: DATE:
2 WORKING DAYS BEFORE YOU DIG. GSS 10/13/20




S20°54°20°E — 491.32' (M) |

N2OBH20W_ 193000

N20'54'20"W 1|

n4

30" FRONT YARD

po.00"

QyvA 30IS 0L

89" of 12" RCP_@ 0.52%

inEnEnE N
B R Ay o

SLEANOUT

,_;
o
Ol

0l

QvA 301

Juv] 20

OUTLOT J
1.17 ACRES
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N6902'39"E  300.00

TYPE 1 CLEAN-OUT
T.C. 909.40
INV. 900.10

GREASE INTERCEPTOR
r SAMPLE STRUCTURE

GAS METER
LOCATION

TYPE 2 CLEAN-OUT
‘. T.C. 908.71
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WATER METER PIT
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I 33" of 12” RCP @ 0.45%
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| MWP @ 1.30%

N20'54'20"W  67.02
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PROPOSED STORM SEWER

_______ PROPOSED SUBSURFACE DRAIN (SSD)

PROPOSED SANITARY SEWER

PROPOSED STORM MANHOLE
PROPOSED STORM INLET

PROPOSED GROUND CONTOUR

CONSTRUCTION LIMITS

PROPOSED WATER LINE

T————— PROPOSED BURIED TELEPHONE LINE

e——— PROPOSED BURIED ELECTRIC LINE
6—————— PROPOSED GAS LINE

PROPOSED STORM STRUCTURE NUMBER

UTILITY GENERAL NOTES

SANITARY SEWERS AND APPURTENANCES SHALL BE CONSTRUCTED ACCORDING TO
LOCAL SANITARY SEWER SPECIFICATIONS AND REQUIREMENTS.

ROOF DRAINS, FOUNDATION DRAINS, AND OTHER CLEAN WATER CONNECTIONS TO
THE SANITARY SEWER SYSTEM ARE PROHIBITED.

SANITARY SEWER LATERALS AND FITTINGS SHALL BE 6" PVC GASKETED THAT
CONFORMS TO ASTM D-3034, SOR 35 WITH A MINIMUM CELL CLASSIFICATION OF
12454-B (NO GLUED SCH. 40 ALLOWED).

SANITARY SEWER PIPE JOINTS SHALL CONFORM TO LOCAL SANITARY SEWER
SPECIFICATIONS.

CONSTRUCTION SHALL NOT COMMENCE UNTIL AN IMPROVEMENT LOCATION PERMIT
HAS BEEN OBTANED.

ADDITIONS, DELETIONS, AND/OR REVISIONS TO THE SANITARY SEWER FACILITIES
SHALL NOT BE MADE WITHOUT APPROVAL BY TRICO REGIONAL WASTE DISTRICT.

WATER MANS CROSSING ANY AND ALL SEWERS SHALL HAVE A MINIMUM VERTICAL
SEPARATION OF 18" BETWEEN THE OUTSIDE OF THE WATER MAIN PIPE AND THE
SEWER PIPE. ONE FULL LENGTH OF WATER MAIN PIPE SHALL BE CENTERED AT
THE POINT OF THE CROSSING SUCH THAT BOTH JOINTS WILL BE EQUIDISTANT AND
AS FAR AWAY FROM THE SEWER AS POSSIBLE. IF WATER LINE(S) CROSS BELOW
SANITARY SEWER LINE(S), SEWER LINE MUST BE CONSTRUCTED FROM WATER MAIN
MATERIAL FOR THAT PARTICULAR SPAN.

EXISTING UNDERGROUND UTILITIES ARE SHOWN IN THEIR APPROXIMATE LOCATIONS
TO THE BEST AVAILABLE INFORMATION. THE CONTRACTOR SHALL BE
RMINING THE EXACT LOCATION OF THE EXISTING UTILITIES

DAMAGE DONE TO THE UTILITIES DURING PROBING OR

CONSTRUCTION.  TO OBTAIN ACCURATE FIELD LOCATIONS OF EXISTING

UNDERGROUND UTILITIES, THE CONTRACTOR SHALL NOTIFY THE FOLLOWING

FORTY-EIGHT (48) HOURS IN ADVANCE: INDIANA UNDERGROUND CABLE LOCATION

1-B00-382-5544.

ALL STORM DRAINAGE CONSTRUCTION SHALL BE PERFORMED IN ACCORDANCE WITH
LOCAL STORM SEWER SPECIFICATIONS AND REQUIREMENTS.

. FIELD TILE BICOWTER[D SHALL BE REPLACED AND/OR CONNECTED TO THE

STORM SEWER

. SIDE SLOPES 3:1 OR GREATER WILL BE SODDED OR STABILIZED WITH AN EROSION

CONTROL BLANKET.

. ALL EARTHEN AREAS DISTURBED DURING CONSTRUCTION SHALL HAVE TEMPORARY
SEEDING AND MULCHING.

. SILT FENCE AROUND STRUCTURES IN PAVEMENT AREA ARE TO BE INSTALLED

PRIOR TO PAVING CONSTRUCTION.

. GRANULAR BACKFILL REQUIRED FOR ALL PIPE UNDER PAVEMENT AND WITHIN 5

FEET OF PAVEMENT.

. THE CONTRACTOR SHALL BE RESPONSIBLE TO PROVIDE AT HIS EXP[HI

AUTOMOBILE AID PEDESTRIAN TRAFFIC CONTROL DEVICES REQUIRED BY
STATE, COUNTY, CITY OR LOCAL AGENCY. THE AMOUNT, LOCATION AND SIZ[
SHALL BE PER DIRECTION OF AGENCY.

REVISIONS

DATE DESCRIPTION

NORTH

0 30 60 90

GRAPHIC SCALE IN FEET

"IT'S THE LAW"

Know what's below.

Call before you dig.

2 WORKING DAYS BEFORE YOU DIG.

STRONGB@X

COMMERCIAL

7661 N PERIMETER ROAD
INDIANAPOLIS, IN 46241
PHONE: (317) 550-0090

ENGINEERING, LLC
13295 lllinois Street

Suite 142

Carmel, IN 46032

Ph: (317) 697-0180
www.snellingeng.com

APPALOOSA CROSSING

OUTLOT J
USS. 421 AND CR. 300 SOUTH
ZIONSVILLE, INDIANA

UTILITY PLAN

DRAWN:
GSS

SCALE:
SEE PLAN

CHECKED:
GSS

DATE:
10/13/20

C401
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NOTE: GRANULAR BACKFILL REQUIRED FOR
ENTIRE TRENCH IF ANY PART OF TRENCH
IS WITHIN 5 FEET OF PAVEMENT, CURBS
OR SIDEWALK.
REVISIONS "IT'S THE LAW" APPALOOSA CROSSING
OUTLOT J STORM SEWER PROFILES
DATE DESCRIPTION S T R 0 N G Bmx g\l%!l\ll_:-EIE_RII_I\IIGNLE_Cj USS. 421 AND CR. 300 SOUTH
e A 13295 Illinois Street ZONSVILLE, INDIANA
COMMERCIAL suite 142 SRR SoALE SEe
7661 N PERIMETER ROAD ;f_”&ﬁ'%;%;;’_gﬁo 6ss SEE PLAN
Know what's below. INDIANAPOLIS, IN 46241 N C402
Call before you dig. PHONE: (317) 550—0090 www.snellingeng.com CHECKED: DATE:
2 WORKING DAYS BEFORE YOU DIG. GSS 10/13/20
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NORTH
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GRAPHIC SCALE IN FEET
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908 30° FRONT YARD

LANDSCAPE NOTES

1) A &

IN CASE OF DISCREPANCIES BETWEEN THE PLAN AND PLANT LIST, THE PLAN SHALL DICTATE. IF
PLANT IDENTIFICATION BOX QUANTITY N ON_PLAN DIFFERS FROM GRAPHIC PLANT CIRCLE COUNT,
THE GRAPHIC CIRCLE COUNT SHALL D\CTATE IF IN QUESTION, CONTACT THE LANDSCAPE ARCHITECT.

ALL MULCH EEDS TO BE COVERED WITH 3" THICK LAYER OF SHREDDED HARDWOOD

17) RSG
1) At 7) 555 BAR
CNFORN, N TEXTURE AND-COLOR AN, SLALL BE. OBTANED FROM SAMMILL OR  LOMBERNG
OPERATIONS.  NO UTILITY MULCH OR PROCESSED TREE TRIMMINGS WILL BE ALLOWED.

AN_APPROVED PRE—EMERGENT HERBICIDE SHALL BE APPLIED IN ALL PLANT\NG AND FLOWER
BEDS AT RATES SPECIFIED BY MANUFACTURER FOR EACH VARIETY OF PLANT.

FINAL PLACEMENT OF PLANT MATERIALS, ETC. SHALL BE APPROVED BY LANDSCAPE ARCHITECT
BEFORE PLANTING OPERATIONS ARE TO PROCEED. ALL TREE LOCAT\ONS SHALL BE MARKED W\TH
A WOODEN STAKE INDICATING VARIETY AND SIZE OF T L GRO VER AND M

LINES SHALL BE MARKED BY A HIGHLY VISIBLE PAINT UNE W\TH OCCAS\DNAL WooD STAKES FOR
REFERENCE. ALL STAKES SHALL BE REMOVED FOLLOWING PLANTINGS OPERATIONS. LANDSCAPE
ARCHITECT RESERVES THE RIGHT TO ADJUST PLANT LOCATIONS ON SITE.

NO SUBSTITUTIONS OF PLANT MATERIAL WILL BE ALLOWED. IF PLANTS ARE SHOWN TO BE
UNAVAHAELE THE CONTRACTOR SHALL NQTIFY LANDSCAPE ARCHITECT PRIOR

WRITING.  ALL PLANTS SHALL BE INSPECTED AND TAGGED WITH PROJECT \DENT\F\CAT\ON AT
NURSERY OR CONTRACTOR'S OPERATION PRIOR TO MOVING TO JOB SITE. PLANTS MAY ALSO BE
INSPECTED AND APPROVED OR REJECTED ON THE JOB SITE.

7) 555

17) RSG\

135) Rsq =

Y

ALL PLANTS ARE TO MEET OR EXCEED AMERICAN STANDARDS FOR NURSERY STOCK, 1996 EDITION,
AS SET FORTH BY AMERICAN ASSOCIATION OF NURSERYMEN.

PLANTS AND ALL OTHER MATERIALS TO BE STORED ON SITE WILL BE PLACED WHERE THEY WILL
NOT CONFLICT WITH CONSTRUCTION OPERATIONS AND AS DIRECTED BY OWNER.

ALL LANDSCAPE PLANTINGS, INCLUDING TRANSPLANTS, SHALL BE GUARANTEED FOR A PERIOD OF

YEAR FOLLOW\NG FINAL INSPECTION BY LANDSCAPE ARCHITECT. AT THE END OF THIS
PER\O PLANT MATERIAL TERMED DEAD OR UNSATISFACTORY BY LANDSCAPE ARCHITECT SHALL
BE REPLACED AT NO ADDITIONAL CHARGE BY THE LANDSCAPE CONTRACTOR.

9. THE LANDSCAPE CONTRACTOR SHALL OBTAIN AND PAY FOR ALL PERMITS AND FEES THAT MAY BE
REQUIRED FOR HIS PORTION OF WORK.

10.  PEAT MOSS TO BE USED ON PROJECT SHALL BE A DOMESTIC OR IMPORTED MATERIAL, CHOCOLATE
‘ BROWN IN COLOR AND COMPOSED OF PARTIALLY DECOMPOSED VEGETABLE MATERIAL. PEAT MOSS

o
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0
N N -

QyvA 30IS 0L
QayvA 30is 01
908

Juv] 20
QuvA 308 01

advA 30IS 01

™
bl
m
S

TO ALSO BE MILDLY ACIDIC IN CHARACTER AND SHALL MEET APPROVAL OF LANDSCAPE ARCHITECT.

11, LANDSCAPE CONTRACTOR SHALL NOTIFY LANDSCAPE ARCHITECT IN WRITING PRIOR TO BID DATE
‘ OF ANY PLANTS THAT HE FEELS MAY NOT SURVIVE TRANSPLANTING OPERATIONS OR IN LOCATIONS
NOTED.

OUTLOT J
1.17 ACRES

‘ [——61) SS5

12. ALL DISTURBED LAWN AREAS SHALL BE SEEDED OR SODDED AS DIRECTED BY OWNER. SEEDED
AND SODDED LAWNS SHALL BE SEED MIX "U" FROM INDIANA STATE HIGHWAY SPECIFICATION OR

OUTLOT | AS APPROVED BY LANDSCAPE ARCHITECT.

1.48 ACRES | oMM AREA

U bs ofla /e E
| ‘ 6.14 [ACRES

S69°02'39"W _300.00°

N69'02'39°E  300.00°
N6902'39"E  300.00

0.00°"

‘ 13. ALL LAWNS SHALL BE GUARANTEED TO HAVE A FULL UNIFORM STAND OF ACCEPTABLE GRASS AT
END OF ONE é‘l) YEAR GUARANTEE PERIOD WITH NO BARE SPOTS COMPRISING MORE THAN 2% OF
LA\ REA.  ANY AREA SO NOTED WILL BE SEEDED UNTIL AN ACCEPTABLE STAND OF GRASS
IS ESTABLISHED.

14, ALL LANDSCAPE PLANTINGS TO BE MAINTAINED FOR A PERIOD UNTIL FINAL \NSPECT\ON BV THE
LANDSCAPE ARCHITECT. ~ALL STAKES AND GUY WIRES MUST BE REMOVED ONE EAR.
ALL S D LAWN TO BE MAINTAINED FOR A PERIOD UNTIL FINAL \NSPECT\ON EY
LANDSCAPE CONTRACTOR. MAINTENANCE TO INCLUDE WATERING, WEEDING, CULT\VAT\ONG MULCH\NG
‘ MOWING AND ALL OTHER NECESSARY OPERATIONS REQUIRED FOR PROPER ESTABLISH
OF LAWNS AND PLANTINGS. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL WATER\NG
EVEN IF THE IRRIGATION SYSTEM IS NOT OPERATIONAL AT THE TIME OF PLANTING OR IS NOTED
INCLUDED IN CONSTRUCTION.

15. CONTRACTOR TO SUBMIT UNIT PRICES ON EVERY TYPE OF WORK AS REQUESTED BY LANDSCAPE
ARCHITECT.

SB9°02°39"W
‘A ® SS N SH

7) HFG 27) HFG

16. ALL LAWN AREAS WITHIN LAWN LIMIT LINES TO RECENE 6" MINIMUM APPROVED TOPSOIL PRIOR TO
SEEDING OR SODDING OPERATIONS.
17. HACKF\LL FOR TREE PLANTING SHALL BE 75% APPROVED TOPSOIL AND 25% APPROVED PLANTERS MIX.
BACKFILL SHALL BE 100% EXISTING TOPSOIL A 5-10-5 ANALYSIS SLOW RELEASE
FERT\UZER SHALL BE INCORPORATED INTO BACKFILL AT APPROVED RATES.

18. ALL PLANTING BEDS SHALL HAVE A SPADED EDGE TO A DEPTH EQUAL TO SPECIFIED MULCH THICKNESS.

S69°02'39°W  224.98"

NB9'02'39"E  225.02"

1)[AB

1) AB

. ‘ ‘/—4
>
0% 6) PC, 5) 0SW,|and 6)|S0G PER 100 SF 1+
INTEGRATED AND GROUPED SERARATELY.
L

‘ ‘ 20) RSG

0.
%

‘ 8.

Bt st et

‘ 1) RM

SR T R SR Ty -

[ SR e — [N ———

%05, IHaval L13) ssx

e o s 1 s o o et

908 3) BG

e o g et

LTSRN g Sy S e e

‘ \ ‘ 5 U. §S. & DE. 15" U. SS. & D.E.

S — T ] =
W o7 10" REA
5205420 ] 7\ 220" 0 S2054'20°E 192.98"

30.00° \\ N \ S207 ?4 2(1} ‘\W \

s Y e

T.
[~

\ N20'54'20"W  398.05 @ |
. . . A7 0

W Oy s s - ot s

NB9'02'39°E  330.00°

LI e ] L R ] ]
I et Rt bt b
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REVISIONS "IT'S THE LAW" APPALOOSA CROSSING

OUTLOT J LANDSCAPE PLAN
DATE DESCRIPTION S T R 0 N G BUX %E,\I‘EEIE_RIT,\‘ICNLLC(_; US. 421 AND CR. 300 SOUTH
ZONSVILLE, INDIANA

13295 lllinois Street

COMMERC AL zua‘r‘;glafr\l 46032 DRAWN: SCALE SHEET:
7661 N PERIMETER ROAD P (317) 697.0180 ass SEE PLAN
Know what's below. INDIANAPOLIS, IN 46241 : . C501
Call before you dig. PHONE: (317) 550-0090 www.snellingeng.com CHECKED: DATE:
2 WORKING DAYS BEFORE YOU DIG. GSS 10/13/20




NOTE:

SYMBOL TO BE CENTERED ON_WIDTH OF PARK\NG STALL.

SYMBOLS ARE REQUIRED TO CONTRAST WITH BACKGROU

(COLOR_NO.
COAT. (TYP.)
CODE AND THE AMERICANS

105090 IN FEDERAL STANDARDS 595a) DOUBLE
SYMBOL SHALL MEET INDIANA ACCESSIBILITY

WITH DISABILITIES ACT CRITERIA.

DISABLED PAVEMENT SYMBOL

NO SCALE

BUILDING WALL AND/OR
OVERHANG

5'-0" MIN. OR
SEE NOTE #3

B8 €
) PAD
(LM
— .
FRONT SIDE| .| &
HIGH VOLTAGE 12"
7 CONCRETE FILLED 6" STEEL POST
FRONT gfgpmx BL;{;%‘}ESN ABOVE GRADE, SET IN CONCRETE.
OF PAD 31 SEE NOTE o3,
&
1 |A
—LOW VOLTAGE NOTES:
1.) 10 FOOT CLEARANCE MUST BE MAINTAINED ON
PAD BY IP.L. FRONT SIDE OF PAD.
2.) CUSTOMER SHALL FURNISH AND INSTALL POSTS
PROTECT TRANSFORMER WHEN EXPOSED TO
vemcuuw TRAFFIC.
3) [ ADJACENT TO_WINDOW, DOOR, COMBUSTIBLE WALL
1 1/2" MAX./ 6" THICK CONCRETE OVERHANG, THE MINIMUM DISTANCE SHALL BE
& // TRANSFORMER PAD b FEET.
4.) TRANSFORMER PAD SHALL NOT BE SET ON PAVEMENT.

5.) ALL BACKFILL UNDER PAD TO BE THOROUGHLY
COMPACTED IN SOLID LAYERS NOT TO EXCEED 6"

6.) METALLIC CONDUITS SHALL NOT BE INSTALLED IN
PAD MOUNTED TRANSFORMERS.

7.) NO CUSTOMERS GROUNDING GR\DS OR_GROUNDING
ELECTRODE CONDUCTORS SHALL BE CONNECTED AT

UNTED TRANSFORMER LOCATI
E) MAX\MUM — 9 CONDUITS, ONE C\RCU\T FER CONDUIT.
THE TRANSFORMER SHM EE READILY ACCESSIBLE

"T0 ELECTRIC UTILITY COl

STOCK NO. KVA Wr. |A|B|C D LM N KVA

1703—506 150-300 | 5800 [75(80[44 15 1/2[ 9 [15]19 1/2] 150-300

1703-507 1703-507 [10,100(84 (84 |44 20 9 [15]19 1/2|500-1000

1703-508 1500 12,600(84 |84 |48 18 9 [17]23 1/2 1500
ALL DIMENSIONS ARE IN INCHES

CONCRETE PAD FOR THREE PHASE

TRANSFORMER

—1500 KVA

NO SCALE

METAL CAP REQU\RED\\/_> 1o

6" STD. STEEL w
PIPE PAINTED [
COLOR SELECTED o
BY OWNER IS
H [l
[ -
E <
SLOPE CONC. 1" ABOVE & -
FINISH W/ STEEL TROWEL 9
~
PAVEMENT\
7
)
o
2o
DIAMETER
NO SCALE
NUT W/
LOCKING
WASHER
k=)
3
-
3" 0.D. PIPE
WITH A SIMILAR
R COLOR FINISH
K
~
SXVNE% OR SLOPE TO DRAIN
FNSHX 1/4” SLOPE PER FOOT

CLASS "A” CONCRETE

STOP_SIGN DETAIL

COMPACTED #53 STONE BASE

WELDED CAP

ROUND HEAD
BOLTS

SEE GRADING PLAN

— 6/6 WELDED

TOOLED, CONTROL JOINT 1/4" WRE FABRIC

WIDE, MIN. 1"
APPLIED ANﬂ SPM\NG BROOM FINISH
COMPOUN /

FORSECRI ERGN

[
COMPACTED AND WELL /

DRAINED SUBGRADE

NOTES:

1) CONTROL JOINTS 5'—

(SEE PLANS FOR ANY VAR\AT\ONS)

2., )(EXPANSK)N JOINTS 20'-0"

0.C.
SEE PLANS FOR ANY VAR\AT\ONS)

THICK CONCRETE WALK DETAIL

NO SCALE

[ % | NOTE: o«
g z Z| Jowts sHaLL BE cuT c o
3 3 g| Wk A JoNTER AUNG & |2 2
z Y (4 AN Fillep|8
gl 3| Witk Sonr HLter = .
8 o g g S
~ 2 8 BonTROL Joms 3 N
NIk 8 S
! 20" BETWEEN EXPANSION JOINTS (MAX.) !
§ RO GO | ISR TSR SIN I EEEY G |
o
CONCRETE WALK SECTION
NO SCALE
BLDG. FACE A1 2" PREFORMED

EXPANSION JT.
(SEE DETAIL)

4" CONC. SLAB
W oxe 19710
W.F. W/BROOM
FINISH

1/8"/FT. SLOPE

TOOLED EDGE (TYP.)
APPLIED ANTI

STOOP LEVEL W/
FINISH FL. ELEV.

{4 REBAR 20

EE
FOR CONTIN,

1/2" PREFORMED
EXPANSION JT.
(SEE DETAIL)

4" DRAINAGE FILL

TURN SLAB 1'-6" ——
DOWN OUTER SIDES
BELOW FIN. GRADE

OR PVMT.

CONCRETE STOOP DETAIL

NO SCALE

6" PRECAST CONC.
r—» /WHEEL BUMPER

1/2" RADIUS ROUND

SPALLING COMPOUND
SEE PLAN FOR SLOPE

GREASE & DOWEL CAP
F /2" SEALANT

18"X 1/2" DIA. SMOOTH BAR @ 24" 0.C.

FDR\LL AND GROUT TO 6" EMBEDMENT

OR TOOLED

CONTROL JT.

i

=—1/2" EXP. JOINT FILLER
EXPANSION JOINT W/ DOWELS @ EX. CONC.
SELF LEVELING
SEALANT
1/2" PREFORMED

EXPANSION JT.
o
CONC. PWMT.—————=="-

EXPANSION JOINT @ BUILDING FACE OR NEW CONCRETE

CONTROL JOINT

BUILDING FACE OR
NEW CONCRETE PVMT.

EXTEND JT. MATERIAL
TO BOTTOM OF PVMT.

CONCRETE JOINT DETAILS
NO SCALE

1/2"
TOOL SEALANT SU
1/4" MIN._ BELOW FAVEMENT
&
2 SILICONE
o @ SEALANT
N9
- PREFORMED JOINT SEAL
13/16" UNCOMPRESSED WIDTH
£ 5/8" ROD BACK—UP
MATERIAL
1/8"
u—
\\N\T\AL SAW cuT

EXPANSION JOINT FILLER

NO SCALE

1/8" ALUMINUM PANEL.
SCREEN PRINT SYMBOL
COLORS SELECTED

BY LAND ARCH.

DISABLED SYMBOL

NOTE:
ONE_SJGN MUST
HAVE VAN ACCESSIBLE"

2" ROUND ALUMINUM POST
FINISH AS PER SPECIFICATIONS

FINISH GRADE

CONCRETE FOOTING

‘ 6'-0"

SECTION . .
= 1"DIA. x 18" LONG G.. PIPE AT

EACH END. DRIVE INTO GROUND.

PRECAST CONCRETE WHEEL STOP

NO SCALE

TOP OF CURB ELEV.

6" CONC. CURB:

11/2"

PAVEMENT
/OR GRADE

WHITE

BLUE

“of

! DISABLED PARKING SIGN

NO SCALE

TOOLED CONTROL JOINT
1/4%, 1 1/4” DEEP

APPLIED ANTI-SPALLING
COMPOUND \

6" INDOT #8 CRUSHED LIMESTONE
AGG. BASE (INDOT SECTION 904)

REINF. PLACED AT
1/3 OF CONC. THICKNESS

6/6 WELDED

w\RE “FABRIC
/EROOM FINISH

PORTLAND CEMENT H
CONCRETE T

NOTES:

1) CONTROL JOINTS 5'—-0" 0.C.
(SEE PLANS FOR ANY vARumvNS)

&

WELL COMPACTED NATURAL SUBGRADE THAT
PASSES PROOFROLL OR NEW COMPACTED

STRUCTURAL FILL

1/8" SAWED

PAVEMENT

SAWED JOINT
1/8"/F1. SLOPE

r

A
L 6x6, W1.4xW1.4,

L COMPACTED SUBGRADE

TOP OF PAVEMENT

Z"RAD\

NOTES:

OF TOTAL THICKNESS OF SLAB.

OTHERWISE NOTED.

MIN. 1/4”

<]

WWF

SAWED JOINTS SHALL BE CUT 1/4 DEPTH

CURB SHALL HAVE 1/2" EXPANSION JOINTS
@ 40" MAX. AND @ ENDS RADII.
CONTROL JOINTS @ 10'-0" MAX. UNLESS

INTEGRAL CURB & SIDEWALK DETAIL

(NO SCALE)

Vs TOP SOIL
AN Q
RN N (:\Q:/
s %é K QVQ\\/ -
S K
-3 PP
LS )

9"

STRAIGHT CONCRETE CURB DETAIL

(NO SCALE)

TACK COAT-
1

678

J —BITUMINOUS BINDER #8
—COMPACTED AGGREGATE #53
COMPACTED AGGREGATE #2

COMPACTED SUBGRADE

HEAVY DUTY
ASPHALT PAVEMENT SECTION

-BITUMINOUS SURFACE #11

NO SCALE

TACK COAT—J s |
22 B

[

&

) R

i & A

J —BITUMINOUS BINDER #8
— COMPACTED AGGREGATE #53
COMPACTED AGGREGATE #2

COMPACTED SUBGRADE

LIGHT DUTY

“BITUMINOUS SURFACE #11

o sene gov—— ) GEE RS F A i ASPHALT PAVEMENT SECTION
NO SCALE
CURB_END TAPER DETAIL 6 CONCRETE SLAB DETALL
NO SCALE
REVISIONS "IT'S THE LAW" APPALOOSA CROSSING
DATE DESCRIPTION SNELLING OUTLOT J CONSTRUCTION DETAILS

STRONGB@X

COMMERCIAL

Suite 142

Carmel, IN 46032

ENGINEERING, LLC
13295 lllinois Street

U.S. 421 AND C.R. 300 SOUTH
ZIONSVILLE, INDIANA

7661 N PERIMETER ROAD

Ph: (317) 697-0180

Know what's below.
Call before you dig.

2 WORKING DAYS BEFORE YOU DIG.

INDIANAPOLIS, IN 46241
PHONE: (317) 550—0090

www.snellingeng.com

DRAWN: SCALE: SHEET:
ass SEE PLAN

CHECKED:
6ss 10/13/20
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CITIZENS WATER CITIZENS WATER
STANDARD PRACTICE S STANDARD PRACTICE A.1

REVISION DATE: 01/15/2007 1SSUE DATE: 6/8/2008 REVISION DATE: RIS ISSUE DATE: YH7EM3
STANDARD INSTALLATION FOR WATER MAIN AND SERVICE BACKFILL
MULTIPLE METER SETTINGS REQUIREMENTS
e SUPFORT TO WALl
°mom m':n SUPPORT UMDER
HYDRANT SHALL MEET LOCAL FIRE CODES AND CONCRETE COLLAR MR P SDE WAL LN [
/ LOCAL WATER UTILITY SPECIFICATIONS 7
/F\N\SH GRADE\ &) A " ——
] 7 i promg—
T (MN) OR Il :
AS REQUIRED BY WATER UTILITY emeT—— T R ! : L SURFACE RESTORATION TO BE COMPLETED
= i . T e wo aes 12 PER LOCAL STANDARDS OR CITIZENS WATER
5 4 ¥ i Fom SPECIFICATIONS, WHICH EVER IS GREATER
CONC. COLLAR c E PEE WL U 4 ¢ i o
C—1 VALVE E(‘)X s E ! * ‘g& 3 ﬁm FOR MESDL STTTRG
e, I | v v | ; : ) 2
ARGUND BASE 6" GATE VALVE T WooD Y :'_ : e
BLOCKING- )
l/ ‘ - R - @‘ék‘f“mm n i S = WITHIN 5 OF PAVEMENT:
Z = = 3 B-BORROW COMPACTED TO 95%
CONC. BLOCK Pa g /\ 5| MAXIMUM DENSITY, OR PER LOCAL
oran - = H © o SPECIFICATIONS. 5 OR GREATER
CONC. PAD 67 HYD. BRANCH 8 5000 P8 cONG g FROM PAVEMENT: CLEAN BACKFILL,
NOTE: | FIRE HYDRANT SHALL B SET A U 2000 P8 cone——_| B PER SPECIFICATIONS .
DRIVEWAY OPENINGS i | 1
TRENCH W
DIMENSION "L”
(MINIMUM) GRANULAR BACKFILL,
g E SAND OR B-BORROW,
=t COMPACTED TO 95%
16 MAXIMUM DENSITY
GATE VALVE BOX SETTING
PRIVATE FIRE HYDRANT ASSEMBLY NO SCALE
NO SCALE

SCALE: NTS
COMPACTED BACKFILL IN LIFTS DF
12* MAXIMUM, TRENCH EXCAVATION
SHALL CONFORM TO LOCAL
| | | l st
PROJECTION 4@ g
IF IN DOUBT ASK
o
1. MANHOLE WALL AND SLAB
THICKNESSES ARE NOT TO
SCALE. CITIZENS WATER —
CITIZENS WATER
A {' A 2. CONTACT HYDRO STANDARD PRACTICE T STANDARID PRACTICE N
INTERMATIONAL FOR A BOTTOM REVISION DATE: 11182018 ISSUE DATE: 6/8/2009 - :
RIM: VARIES OF STRUCTURE ELEVATION : REVISION DATE: 7/25/2018 ISSUE DATE: 6/8/2009
' PRIOR TO SETTING FIRST STANDARD SERVICE LINE INSTALLATION AND SETTING 12" & " SERVICE LINE
1-1/2" & 2" SERVICE LINE
DEFENSE MANHOLE. FOR 5/8", 3/4", AND 1" METER IN SINGLE PIT SWING JOINT
T.0.5 ELEV.: 8.07 ft [2.460 m] (MINIMUM)
:jﬁ‘)#}lg?ﬂggéoﬁgggﬁ” TEM  |5/8 & 34" METERS ] 17 METERS ITEM _ [5/8" & 3/4" WETERS | 1" METERS
NOTE: ADDITIONAL HEIGHT MAYBE ' o AND PIPE ORIENTATION PRIOR ETER | T2.uemmr por 3 on o0 seion o e on YALVES: Tap
REQUIRED DEPENDING ON PIPE SIZE TO RELEASE OF UNIT TO o | e o |cown e o a VIEW
FABRICATION. COVER ATl e ] CUSTMCR) - _
[ ConameCiosl Wi A 34
: SRR
PIPE ELEV: 4.97 ft [1.515 m] (MINIMUM) — — o e
101772019 ] 1:30 %%m WATER
A CHECKED BY APPROVED BY m o RISER MAIN
PREASSEMBLY REFERENCE: 3.47 ft [1.057 m] ER R SRR T SIZE &
4-ft DIAMETER YOKE el e CONCRETE BLOC
BOTTOM OF INTERNALS: 2.25 ft[.665 m] FIRST DEFENSE HIGH CAPAGITY SzE "‘ LOOK
= LEADNG TO TAPPING CORP. STOP
— VALVES: o WPt o
HYDRO FRAME AND o [ i, o | SRR e i)
COVER (INCLUDED) ol * o e 4" BRASS NIPPLE
. M. 18" OF TRACING WIRE
GRADE RINGS BY OTHERS SUMP ELEV: .00t [.000 m] —————— ACCESSBLE INSOE WETER P
AS REQUIRED
0, ELUSH. WTH. D BRASS 45 DEG. BEND
. GENERAL ARRANGEMENT NOTES:
ERODUCT SPECIFICATION. SECTION A-A 1" UETER FURSHED & ST B CTZENS .
2. YOKE INCLUDING ANGLE & COMPRESSION VALVES SEE NOTE 1 6" BRASS NIPPLE T K’
1. PEAK HYDRAULIC FLOW: 18.0 cfs (510 I/s) H r FURMISHED TO PLUMBER BY CITIZENS BRASS 45 DEG. BEND
2. MIN SEDIMENT STORAGE CAPACITY: 0.7 cu, yd. (0.5 cu. m.) § ML SSWCE LHES ST HWE'A. 112 OF LOVER w 9 . ] / '
3. OIL STORAGE CAPACITY: 191 gal. (723 liters) =
4. MAXIMUM INLET/OUTLET PIPE DIAMETERS: 24 in. (600 mm) lmemaﬂonal ';‘,,“‘,N“D S0 TUTH, SAD- O FEA (VR REQUIRED T EACH 4" BRASS NIPPLE
5. THE TREATMENT SYSTEM SHALL USE AN INDUCED VORTEX TO hydro-int.com 4, LOCATE METER PIT WITHM 1'-3' OF ROW LINE ON CUSTOMER
SEPARATE POLLUTANTS FROM STORMWATER RUNOCFF. HYDRO ITERNATIONAL - ?ﬂmDPéR‘g{T:'ET %ﬂ%jﬂﬁ‘l’ L%imwi AND {.r;_ A LEVEL
6. NJCAT VERIFIED FOR GREATER THAN 85% TSS AT 1.88 cfs (53.2 I/s) FOR OK 110 (50-150 MICRONS) oA “EWA NCR K
7. NJCAT VERIFIED FOR GREATER THAN 90% TSS AT 1.5 cfs (42.5 I/s) FOR DOWN TO 50 MICRONS (50-1,000 PAETE LIST STEEL FABRCATON O prANGES 5 sznw:: o T COMGRETE!BLOE cuRe
MICRONS) DRSS ARE MR GR METER SUPPORT INFORMATION.
ITEM| QTY | SIZE (in) | SIZE (mm) DESCRIPTION i P
GENERAL NOTES: 11 48 1200 [1L.D. PRECAST MANHOLE ot i WOTES:
1. General Arrangement drawings only, Contact Hydro International for site specific drawings. 2 1 INTERNAL COMPONENTS s A B 1) ALL SIZE DL I, AND PV MAINS RECURE & TAPPING SADOLE
2. The diameter of the inlet and outlet pipes may be no more than 24", i) 2) ML SIZE POLY MANS REOUIRE A FUSED ON TAPPING SADDLE FOR 1-1/2"
3. Multiple inlet pipes possible (refer to project plan). PRE-INSTALLED WERT | WATERAL AND 2" SERVICE LINES
4. Inletioutlet pipe angle can vary to align with drainage network (refer to project plan.s) 3 1 30 750 FRAME AND COVER (ROUND}) A ] %%Tmcwms’{g&w 3 N'.T[NJ.[‘D BY CEG. THS
5. Peak flow rate and minimum height limited by available cover and pipe diameter. 4 1|24 (MAX) | 600 (MAX) |OUTLET PIPE (BY OTHERS) mmm
8. Larger sediment storage capacity may be provided with a deeper sump depth, 5 1 24 (MAX) | 600 (MAX) [INLET PIPE (BY OTHERS) — M:..Lnro ncmnlimo";am WATER WA
AT AT Ve B R TERSUATCNAL WL ALY EH1 0 THGSE TTEVES SPPLIED 1Y 1 ACCOIMGLY s TERUs T Crn AT ACCERT Mt IESPONSBAATY 10 A STAUETLAE PLat VENT (R T PERTORAACE TR OF) DESTONED, DU T TACTONES, Cotsuwuts b e | FOHC GA-4 (5] SUMG OB ORECICH WUST NOT DEVNIE FROM DRGBG________
TESATORAL AV A PEUICY 0F CONTRILS DEVELCPUNT AND BSOS T AT 0 MG THE SPECFICATIR V0RO MITARATINL AR AECERT LAY YO B CERARNCE OF 1T P Rt AT DERECE) 4 O 5 AL T 1O OGNS GUTSR Ay DL 6) A COMPRESSION FITTNG WUST BE USED OUT OF CURE ST0P 10 SERWCE LIN
SPECHEATAGh. {ORG STERATIMAL DM THE o (3 145 CRAMYANE WY 15 SLIPPLIED o LM HPSCE. 11 w57 NADY BE LSEEH O PPY PARPOBE R AP AT #8 WHICot 11 1 AP AP LAJEY DT BE REPACDLILED 5 WAL GF 14 AR PRI RO PEHARSSAM o1 AR FHONS YA RN AR I?ﬂl 1 S STIFEMERS WUST BE USED ON ALL POLY SERVICES
e I I | I I B ~ ) 4" PLASTIC RISER W/ 5-1/4" VALVE BOX WUST B NSTALLED CWER CURE
5} POLY SERVIES FEQURE A TRACER WIRE WHIH SHOULD e ROUTED ON THE
QUISOE OF THE 4" RSER THON STUGOED ISOE THE RSER AT THE 106, VERFY
THIS WIRE DOES HOT INTERFERE WITH THE OPERATION 0F
REVISIONS "IT'S THE LAW" APPALOOSA CROSSING
DATE DESCRIPTION SNELLING OUTLOT J CONSTRUCTION DETAILS
ENGINEERING, LLC U.S. 421 AND C.R. 300 SOUTH
13295 lllinois Street ZONSVLLE, INDIANA
COMMERCIAL Suite 142 SR SoALE. P
Carmel, IN 46032 y :
7661 N PERIMETER ROAD (317 ess SEE PLAN
Know whats below. INDIANAPOLIS, IN 46241 Ph (317) 657.0180 C 6 O 2
Call before you dig. PHONE: (317) 550-0090 www.snellingeng.com CHECKED:
2 WORKING DAYS BEFORE YOU DIG. 6ss 10/13/20




NOTE: NONE OF THE b&b TREES
ARE TO BE STAKED UNLESS
INDICATED

TYPICAL B&B TREE

NOTE: ALL TREES SHOULD BE
PRUNED ONLY_ AFTER INSTALL—
ATION AND WATERING—IN THE
THE TREE — UNE TO GROWERS
SPECIFICATIONS

NOTE: ALL TREES SHALL COMPLY
WITH THE AMERICAN STANDARDS
FOR NURSERY STOCK — INCLUDING
TREE PIT DEPTH AND WIDTH

PLASTIC SPIRAL

NOTE: IN_ SOME CASES THE
MULCH IS ONLY A SPECIFIED

TREE PROTECTION

SHREDDED HARDWOOD
BARK MULCH

3-4" MUDDLE RING

TREE BALL

PLANTING SOIL

VARIES W/THE TYPE OF TREE SPECIFIED

DIAMETER — SEE PLANS AND
SPECIFICATION FOR FURTHER
COORDINATION OF MULCHING

VARIES

NOTE: ALL TREES OVER 1-1/4"

ARE TO BE STAKED (2 PER TREE) AS

SPECIFIED, UNDER 1-1/4" CA. NOT STAKED

NOTE: IN_SOME CASES THE

MULCH IS "ONLY A SPECIFIED
DIAMETER — SEE PLANS AND
SPECIFICATION FOR FURTHER
COORDINATION OF MULCHING

TYP. BARE ROOT TREE

MANUFACTURED CLOTH
TREE ANCHORS (NOT HOSE)

2" X 2" PRESSURE—TREATED

TREE STAKES (3’ INTO GROUND) j
. o

PLASTIC SPIRAL
TREE PROTECTION

HEIGHT VARIES WITH EACH SPECIES

TREE_PIT TO
COMPILE WITH

D
WIDTHS FOUND
- IN THE SPECS

SHREDDED HARDWOOD
BARK MULCH

3-4" MUDDLE RING

ROOT SYSTEM

-

PLANTING SOIL o

CONSTRUCTION SOIL 4%

3'-0" MIN.

BARE ROOT DECIDUOUS TREE PLANTING DETAIL

CONTAINER

N.T.S.

NOTE: IN SOME CASES THE

MULCH IS ONLY A SPECIFIED
DIAMETER — SEE PLANS AND
SPECIFICATIONS FOR FURTHER
COORDINATION OF MULCHING

TYPICAL CONTAINER
CONIFEROUS SHRUB

VARIES ——==

SHREDDED HARDWOOD
BARK MULCH

3-4" MUDDLE RING

ROOT SYSTEM

PLANTING SOIL

N.T.S.

NOTE: NONE OF THE CONTAINER TREES
ARE TO BE STAKED UNLESS
INDICATED

NOTE: IN_ SOME CASES THE

]

SPECIFICATION FOR FURTHER
COORDINATION OF MULCHING

TYPICAL CONTAINER TREE

ﬁ VARIES WITH EACH TREE SPECIES
PLASTIC SPIRAL /&
TREE PROTECTION
SHREDDED HARDW(N
BARK MULCH

3-4" MUDDLE RING

CONTAINER ROOTS

VARIES
PLANTING SOIL

CONSTRUCTION SOIL 4%

N.T.S.

POTTED DECIDUOUS TREE DETAIL

DAYLILIES OR VARIEGATED

SHRUB PIT_TO

NOTE: IN SOME CASES THE

MULCH IS ONLY A SPECIFIED
DIAMETER — SEE PLANS AND
SPECIFICATION FOR FURTHER
COORDINATION OF MULCHING

TYPICAL CONTAINER (POTTED)
DECIBUOUS SHRUB

SHREDDED HARDWOOD
BARK MULCH

3—4" MUDDLE RING

: PRUNE SHRUB AS RECOMMENDED BY GROWER

ONLY AFTER THE PLANT HAS BEEN_WATERED
IN TO THE PLANTING SOIL

SHRUB PIT TO

IN THE SPECS

PLANT BALL

VARIES

RIBBON GRASSES

SHREDDED HARDWOOD
BARK MULCH

3/16" X 4" PAINTED
STEEL EDGING (TYP)

NATIVE GRASSES

12" MIN. PLANT—
ING SOIL MIX

UNDISTURBED

EARTH

J

VARIES W/PLANTS

12" MIN.

CONSTRUCTION SOIL 4&(—

CONTAINER CONIFEROUS SHRUB DETAIL

N.T.S.

PLANTING SOIL

CONTANER SHRUB PLANTING DETAIL

N.T.S.

VARIES WITH BEDS~—)
PERENNIAL BED PLANTING DETAIL

N.T.S.

NOTE: IN SOME CASES THE

MULCH IS ONLY A SPECIFIED
DIAMETER — SEE PLANS AND
SPECIFICATION FOR FURTHER
COORDINATION OF MULCHING

TYPICAL BARE ROOT
DECIDUOUS SHRUB

SHRUB PIT_TO
COMPLY WITH
DEPTHS AND

WIDTHS FOUND
IN THE SPECS

VARIES ——=

SHREDDED HARDWOOD
BARK MULCH
VARIES

3-4" MUDDLE RING
ROOT SYSTEM
VARIES
PLANTING SOIL

CONSTRUCTION SOIL  ————

BARE ROOT PLANTING DETAIL

N.T.S.

REVISIONS

DATE DESCRIPTION

"IT'S THE LAW"

SNELLING
ENGINEERING, LLC

13295 lllinois Street
Suite 142

STRONGB@X

COMMERCIAL

Know what's below.
Call before you dig.

2 WORKING DAYS BEFORE YOU DIG.

Carmel, IN 46032
Ph: (317) 697-0180
www.snellingeng.com

7661 N PERIMETER ROAD
INDIANAPOLIS, IN 46241
PHONE: (317) 550—0090

APPALOOSA CROSSING
OUTLOT J

U.S. 421 AND C.R. 300 SOUTH
ZIONSVILLE, INDIANA

DRAWN: SCALE: SHEET:
ass SEE PLAN
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CONSTRUCTION DETAILS




SAMPLE
STRUCTURE
{24” rounsd or

™ and
Cover
Heavy Duty: Noonah

square) R-1772 or East
Jordan R-102221GS

— —#=| 4" clear from
— 7| bottom of
— “F||pipeto
concrete fillet

TR T
!
®
|

Ses Grease Interceptor Dotsl

B

“Groase Trap and Sample Structure Are Property Of
Cramer And Wil Nat Be Maintained By The Utiity

Minimum 10 Mil Bauminous Coaling Applied to
Entire Exterior

“Sampie Structure shall be vacuum tested along with
Intercapior

5
5
1

Wattertight Flexible Boots (A-
Lok, Press-Saal, Kor-N-Seal
wiStariess Sleed Wedge) of

Bod Base Min. §°

Concrete Fillet b be
instalied with siopo
towarnds afMuenl pips

ay Township Regional [
Waste District
Date. Seplersber 2016 [Scue Mot Ta Scaie 1

|

24" SAMPLE
STRUCTURE

OV B

T AT P
-y (1) (T}

OF METER PIT.

P A Oy
3 Qé,eﬁwé\:&- :

/

;% nee o
LTS

;'f_:—;Zg-  clh

NOTE: mw‘rm SHALL BE INSTALLED S0 THAT

LATERAL CAP.
0" VESTAL CASTING WITH 12" LiD,

5" FROM TOP OF PPE TD BOTTGM

CONTRACTER SHALL
WO ALLOW METER FIT TO CONTACT
LATERAL/TEE-WYE. CONCRETE CAP.

D0 ROT CONTACT THE LATERAL OR

g

o SR35 P
6" X 8 X 87) TEE-WE

SR - 6 sk LR
CLEANOUT TYPE 3
(GRASS O LANDSCAPE SURFACES
'BEYOND THREE FEET OF BULDING)

TRICO REGIONAL SEWER UTILITY
TYPE 3 CLEANOUT DETAIL

ware
175w 45 Pox oo o8 LocAL SEOUREONTS. B MG
Ueni i L TS WA B APPRUED BY

S WL O TADON WL I CCPGONT LN B

1], S R, wUST B SURATILD T S0 PO AW
APPRTL.

CLEANOUT TYPE 1

(ONLY LANDSCAPED SURFACES WITHN
THREE FEET OF BUILDING)

TRICO REGIONAL SEWER UTILITY
TYPE 1 CLEANOUT DETAIL

\\ WOTH BY WORE THAN 1.0 FOOT MATERL. ACT TO PREVENT SETTLEMENT)
Z A7 W AREAS MTHN 5 OF ROND SURFACE, BACKTIL
Y \\,( PER 0F WDUANA CEPARTUENT OF
2 TN, AN M CHeKT AL 0 9
120 4 17 FOR PAC PVE K G WO PROCIIR DENSIT
1AL EE RN 2\ N VANEER 8 (U0 STONE R MNBER 8 FRACRRED FATE
AN m N FEL WAL 10 6 PLACED FOM 6 NBES BEL0W T0
iz o\ U & #E%wzmﬂcm OF 18 NOFES
SE ARST LAYER ’/\\ / // S50 SXED, KD THEED A0 BUTI R
EEDONG TABLE BELOW 1 7 c & ouse ST oL e,
e alen e HAKD TAMPED AKD WALKED
e - G
SO0 CORDITIONS — DEPTH 10 ’//\ />///\\//\/\\ \\//>//
STARLE CROLMO PER ENGHEER 4 SWR 45

FENCH WOTH MAXMUM 10 FEET
AT TOP OF EXCAVATION

BN
BADFILL
?’w&mmmrmammm
4

BEDDING TABLE
15 & VR

[3 VNN = 107

SANITARY SEWER TRENCHING,
BEDDING AND BACKFILL DETAIL

©

CLAY TOWNSHIP REGIONAL WASTE DISTRICT
SANITARY SEWER BEDDING AND

Schneider BACKFILL DETAIL QUL
Date 12/06,/06 File T:\ 6K\ 53661, 001, DWGS", DETAILS", IN- DTLS.DW

MOTE: CORCRETE A°R0M AMD CASTHG SHALL &F
NSTALLED 50 THAT THEY DO NOT
CONTACT THE LATERAL OR LATERAL CAP,

NEEMAH R-1676 OR EAST JORDWH 1578
ATH SEWER ON CASTING

(6" ¥ 8 X 67 TE-WE

5 STONE BELOW COMCRETE A
Fmnmor O FANOUT TYPE 2

\MDISTUREED EARTH.  (4ARQSCAPE SURFACES AND ALL OTHER INSTMLADONS
BEYOND THREE FEET OF BULDANG)

MoIAnt
TONAL

IF A" 1S IF 8" 15 THEN SANITARY SEWER PIPE SEGMENT SHALL BE
e e e
18" R WORE | 10" OF WRE |  NO SPECIAL PPE MATERIAL OR GRADE RECURENINTS

PYC (THER, AST D 2341 (SOR 21) CR ANS/ANWA C900 0% 15)
LE55 THAN T8°) LESS THAN 10| (2 Thwen 305 (DR 21) CR DUCTLE IRON (CLASS 51 NBNMNY)

NOTE: SEPARATION DISTANCES FROM WATER SUPPLES AND FIPE CLASSIFICATIONS SHALL COWFORM TO
INDUANA STATE BOARD OF HEALTHS: "ON-SITE WATER SUPPLY AND WASTEWATER DISPOSAL FOR
FUBLIC AND COMMERCIAL ESTABUSHMENTS - BULLETIN SE. 13°

WELL/WATER SUPPLY & SEWER CROSSING DETAIL

SR, " TRACO: REGIGNAL SEWER {THILIFY ‘ ’ CLAY TOWNSHIP REGIONAL WASTE DISTRICT
EXTERIOR INTERCEPTOR /SEPARATOR DETAIL o st o 073 o t TYPE 2 CLEANOUT DETAIL !
— R AR e Schnedar WATER LINE CROSSING DETAIL 1)
Date 12/00/06 Tile T,00,0360, 001\ DVGS) DETALLS\ [ DTLS.0VG
REVISIONS "IT'S THE LAW" APPALOOSA CROSSING
DATE DESCRIPTION SNELLING OUTLOT J CONSTRUCTION DETAILS

Know what's below.

Call before you dig.

2 WORKING DAYS BEFORE YOU DIG.

ENGINEERING, LLC

13295 lllinois Street
Suite 142

STRONGB®X

COMMERCIAL

Carmel, IN 46032
Ph: (317) 697-0180
www.snellingeng.com

7661 N PERIMETER ROAD
INDIANAPOLIS, IN 46241
PHONE: (317) 550-0090

U.S. 421 AND C.R. 300 SOUTH
ZIONSVILLE, INDIANA

DRAWN:
GSS

SCALE:
SEE PLAN

CHECKED:
GSS
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R-3287-10V

Heavy Duty
wem
sa. PRMETER
cavaen  maare vro o Unes
nisen e FrE
T ool
R-3287-8B10

Heavy Duty

Combination Inlet Frame, Grate, Curb Box

bl with 3° radius curb box.

MANUFACTURER| CATALOG NO.
MEENAH R—3287, 10V
EAST JORDAN | 7505M3

NOT TO SCALE

Combination Inlet Frame, Grate, Curb Box

MANUFACTURER
NEENAH R—3287, S810
EAST JORDAN |7505

NOT TO SCALE

CATALOG NO.

EDGE OF PMVEMENT, CURS,
GUITER OF SMIAR STRUCTURE

MIN. 6° TOPSOIL
UNLESS PAVED

[~ BEDDING

. MATERIAL &
: =~ BEDDING
= MATERIAL 8
s
*1
=
]

BEDOING
MATERIAL C

BEDDNG WATERIAL DESGNATION (P GREATER THAN 5')

I FIFE
. [f e T, LT PR

4

WATERWL A IFI\'II\E BACKFILL Nl'ﬁ\*' BACKFILL |
WTERAL B | 5 WASHED STOME .
WATERIL © | i wASHED STOME i [ bkl

P = DISTANCE FROM EDGE DF PAVENENT
BEDONG MATERAL DESGNATION (P LESS THAN &, BUT GREATER ThaN 0) E : |E§ DlIN‘EiaDF FISE
[PVE. HOPE, PLAGTIC FIPL | CWP, RGP, G0 PPE | d = DEPTH OF BEDONG MATERML BELOW FIPE
VATERAL A | F& WASHED STONE 8 WASHED STONE = &' WK FOR FILL HEIGHT UP T0 16
WATERIL B | & WASHED STONE 18 WASHED STONE = 12" M. FOR FILL HEIGHT OF 16° O MORE
VATERIAL © | g2 wASHED STONE #8 wasiD SiomE | W =
= 18° FOR Bc » 18"

0.3 Be OR 97, WHICHEVER IS CREATER

EEDOMNG MATERWL DESIGRATION (PIPE UNDER PMEMENT OR CRWEWAY)
[ PGP, G0 PP |

1. ISDOT TYPE | PPE REQUIRED FOR STORM SEWERS/CULVERTS UNDER PAVEMENT

L INDOT TYPE 2 PPE REQURED FOR 5T0RM SEWERS,/CULNERTS OUTSIDE OF PAVEMENT

3, ML BEDOWNG SHALL BE INSTALLED N 6° TO 12° BALANCED LIFTS

4 FOR BACKFILL PURPOSES, PAVED SHOULDERS, CURBS, GUTTERS, AND SIDEWALKS ARE CONSDERED PAVEMENT.

5. FLOWABLE BACKFILL SHALL BE ENCASED BY A MINIMUM OF 2 FEET OF COMPACTED EARTH BACKFILL

6. PLASTIC PPES FABRICATED OW HYDROSTATIC DESIGN BASES RATED RESMS CONSIDERED RIGD FOR BACKPLL PURPOSES
7. DONSWLE ALLOWS HDPE FIPE UNDER PAVEMENT A5 LONG A5 IT IS A MANDREL TESTED 10 7.5%

NOT T0 SCALE

BOX STRUCTURES SHALL BE PRECAST CONCRETE CLASS A WITH A

TG ELEVATION
- SEE STR. TABLE

P R/ GUTIER, ELEVATON
’:EA'Z—- = PHEUENT SECTON

—

W2 | [T]=—THE ADWISTMENT OF CASTING FRAMES AND GRATES
SEE STR. TE |} SHALL BE ACCOMPLISHED CONCRETE

L BE FOUR (1), A SOLTGHT SEAL SHALL BE
g PROVDED BETWEEN EACH COMPONERT OF THE

CONCRETE STRUCTURE AND SPACERS BY USE OF
NON-ASPHALTIC WASTIC 08 EXTRUDAELE. PREFORUED
CASKET VATERIAL

VAR, PFE SIZE
18" WAL STRAGHT CONNECTION
15" MAX. SKEW/CORNER CONMECTION

BENCH WALLS SHUL BE SHAPED AND FORMED FOR A

<1 CLEAN TRANSION FOR SMOOTH FLOWS THROUGH THE

BOX STRUCTURE. THE BENCH WALL SHALL FORM A
CHANNEL, TD A MNIMUM HEXGHT OF 30
DIMETER OF THE PPE,

NOT TO SCALE

NOTE: ALL STRUCTURE JOINTS SHALL BE SUCKED WITH NON-SHRINK GROUT,

J

(" STRAIGHT CURB INLET

CASTING TYPE 1

-
BEAM LONGEST NEFF

PREPARED BY:

BLN

(" BEDDING AND BACKFILL )
SECTION

BEAM LONGEST HEFF

PREPARED BY:

-
STORM BOX STRUCTURE

L]
BEAM LONOEST NEFF

CONCRETE CURB

.
GEOTEXTILE
FOR UNDERDRAIN
o
0=
# 8 AGGREGATE Ely
6" PERFORATED N 1
POLYETHYLENE PIPE
(ASTM F405 SPEC.)
t | Z
o
&

NOTE: MATERIALS AND INSTALLATION SHALL MEET THE INDOT
STANDARDS AS SPECIFIED IN SECTION 718 "UNDERDRAINS®

PIPE_UNDERDRAIN DETAIL

TOWN OF ZIONSVILLE, INDIANA

BEAM LONOEST HEFF

FIGURE N,

CLEANOUT

[ ]

BEAM LONGES

TNEFF

BLN:) [ @ f>

va O N SVILLE TOWN OF ZIONSVILLE, INDIANA ecadivd ZIONSVILLE TOWN OF ZIONSVILLE, INDIANA 'r"wg.r 8 ONSVI TOWN OF ZIONSVILLE, INDIANA MCHTACTS DXMIN eonins pidgbom
- o ZIONSVILLE - :
\Jom Atk e mwns memsons f ETANDARD DETAIL Y. ST 4 \_FOR AL THE RiGHT REasONs )\ STANDARD DETAIL J \ FOR ALLTHE RiGHT REasons Jf \ STANDARD DETAIL Y, S-r 2 FIGURE P—9
T T e T T Wedrestay (eiceer JL 010 ESLTT 14 o fain Ueene 08 U TATITTY e
4 N N 7 N N
R-3406 Sarles
Catalog No. A B n‘:"m e E F G H %}‘)
R340 BYRIDYE e axn nWRW L] 1ExIVE 1 L&mn[m
so’
Gutter Inlet Frame, Grate &
g
ey - """.";" : W O 550 LATERALS, THE CLEANOUT PPE AND FITTING MATERIAL SHALL B ::
Swes " cew ' HOFE N-12, WITH A UMW PPE SITE OF 4 INCHES W
= . T 3 [
NEENAH R-1976 08 =
INSTALL CASTING CAP FLUSH WITH EuAL
’Jﬂ OF CONCRETE COLLAR ~2' x ¥ CONCRETE PAD
H MANHOLE SECTIONS SHALL
M RUBBER
N ACCORDANCE WITH ASTU C-443 OR A 1"
5250 CATCH BASIN INLET KET DETA 11 " DUMETER NON-ASPHALTC WASTIC (KENT SEAL
1 DR APPROVED EQLUL) CONFORMING TO
TR MSHTO U138 AND FEDERAL SPECFICATIONS
IR Aahy - S5-5-2104
“DUMP NO WASTEL latlering and lish image T THCKNESS
Approximate 220 sq. i, open area ' X . ﬁ!"ﬁw oW T Iimm 0.1 FOOT DROP = MUM BR
Stackable framao r i 6_ — Bl o8 3% VI " / i
| |43 +hor Sore gmcrmom;w
Oplions I~ romunwms
2" height kame — 5235 - 58 .§ '_‘_ J dsp .
4" haight kome — V5627 Lk e o = 1 -—‘——__m ::;'L WE 4 BARS-17° O
ADA grate — V562280 ROTE: BEODRNG AN BAGHTLL FOR SO SHALL BE N CONPLACE RLSBER BASE CASHET —Vwirm :
Solid cover — V6672 T THE AFPROPRATE STORM OETALS A SECFUDOS. 10 u-158 fnmr?w?:l Wi o ]: - GRANULAR LEVELING WATERWL REQURED FOR
SPECFICATIONS 55-5-2104 THE EXTRUDABLE SECTION "A-A" PRECAST BASE. CRANULAR MATERIL SHALL BE Wo.
SREFURIED ML S B2 UND TN 8 STONE WEETING INDOT STANDARD SPECIFCATIONS
‘CONE, AND BETWEEN : MARHILES SHALL BE AT A MNMUM 6 INCHES N DEPTH AND COMPACTED
mwnmwlxgsm'mwm PRECAST CONCRETE SPACERS OF A MNIAL ETE 10 45T C-478 10 95% STD. PROCTOR DENSITY.
MANUFACTURER CATALOG NO. BY HMLTON KENT-SEAL OR APPROVED EOUAL  WOMMAL THICKNESS OF 6 WCHES. THE
NEENAH R=3405 MOT TO SCALE WUOMUN WUUSER OF SPACERS ALLOWED SHALL
BE FOUR [4). A SOLTIGHT SEAL SHALL BE NOTE: ALL STRUCTURE JOINTS SHALL BE SUICKED WITH NON-SHRINK GROUT.
EAST JORDAN 5250 ENH COMPOREHT OF THE
STRUCTURE AND SPACERS 8Y USE NOT TO SCALE
i OF NON-ASPHALTIC MASTIC 08 EXTRUOABLE
KOT TO SCALE PREFORMED GASKET MATERML
NOT TO SCALE
NOTE: ALL JOINTS SHALL BE SLICKED WITH NON--SHRINK GROUT.
RN /X 2 X o
[ ™ PREPARED BY: g ™ PREPARCD & g B PREPARED &Y: \ ' PREPARED &:
FLAT INLET CASTING TYPE 5 : ( SUBSURFACE DRAN 3 (" SPAGER ANGS/RISER AINGS N: ( sTaNDaRD PRECAST ) (BN
= . MANHOLE .

BEAM LONGEST NEFF

ZIONSVILLE TOWN OF ZIONSVILLE, INDIANA TOWN OF ZIONSVILLE, INDIANA Z1ONSVILLE TOWN OF ZIONSVILLE, INDIANA IR Z1ONSVILLE TOWN OF ZIONSVILLE, INDIANA AGLRE M
Eon ALL THE RIGHT REASONS \ STAMAHD IETA._ j ST_7 / \EAIJE?TE !\S:HVTIR!-MIEE STAmAm mA._ », S-r_" !on ALL THE RIGHT REASONS \ STAN)AHD mAl_ ST_s Ec,r. ALL THE RIGHT REASONS \-_ STA“)AHD ErAl_ / S.r_1
a REVISIONS TS THEAW o APPALOOSA CROSSING
DATE DESCRIPTION SNELLING OUTLOT J CONSTRUCTION DETAILS

Know what's below.
Call before you dig.

2 WORKING DAYS BEFORE YOU DIG.
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13295 Illinois Street

Suite 142
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www.snellingeng.com

STRONGB®X

COMMERCIAL
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INDIANAPOLIS, IN 46241
PHONE: (317) 550-0090
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CONSTRUCTION DETAILS

Call before you dig.
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LIGHTING SCHEDULE

PROGRESS
LIGHTING"

COMMERCIAL

701 MILLENNIUM BLVD
GREENVILLE, SC 29607

WWW.PROGRESSLIGHTING.COM
APRUITT@PROGRESSLIGHTING.COM
864.678.1671

TYPE Qry PART NUMBER MH LUMENS LLF DESCRIPTION

A 2 PCADS-55LED-4K-2 16' 6397 0.950 55W 4000K LED TYPE 2

B 8 PCADS-55LED-4K-3 16" 6250 0.950 55W 4000K LED TYPE 3
CALCULATION SUMMARY

AREA CALCTYPE UNITS AVG MAX MIN AVG/MIN | MAX/MIN
BOUNDARY llluminance Fc 0.72 56 0.0 N.A. N.A.
ENTIRE SITE llluminance Fc 1.04 53 0.0 N.A. N.A.
PARKING & DRIVELANES RIGHT llluminance Fc 2.01 4.0 0.7 2.87 5.71
PARKING & DRIVELANES LEFT llluminance Fc 1.83 38 0.6 3.05 6.33

LED Area Desi

gner Lighting

Specifications:
Construction: Images:
Tne decoratve pendant mountluminaie s pendant maunted n placewithstaless stee bols
The driver is located in the cast aluminum top housing and is accessible without tools by hing
ing the lower shade assembly. The lower shade assembly is a one-piece aluminum spinning.
Optics:
One piece optical system with internal brass sta jch can be field
replaced. Two-piece die cut silicone and polycarbonate foam gas} ather-proof seal
around each individual LED and allows luminaire to be rated for high-pressure hose down ap-
plications. The optical cartridge is secured to the aluminum heat sink with fasteners to ensure
hermal conductivity. Optics held into place without use of adhesives and complete assembly
i gasketed for high pressure hose down cleaning
Electrical: )
Di

Luminaire equipped with LED driver that operates with 120277V universal voltage, 50/60Hz
and includes 0-10V dimming capabili Power factor is 0.92 at full load. All electrical co
ponents rated at 50,000 hours at full load and 40°C ambient conditions. Thermal feedback
between PCB and driver to protect luminaire from excessive temperature by reducing drive cur.
rent as necessary. Surge protection standard with device providing surge current rating of 20KA
using 8/20 pSec wave, LSP clamping voltage of 825V and surge rating of 540),

Finish:

Polyester powder paint finish that is corrosion resistant and resists surface impacts up to 160
inch-pound

Listing/Certification:

Castings Optonal
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PCADS: EPA1.04ft2  PCADL: EPA1.39 ft*

0% UPLIGHT - DARK SKY COMPLIANT

ZIONSVILLE IN
SITE LIGHTING FOR OUTLOT J

APPALOOSA CROSSING

SCALE: 1:16

DRAWN BY: APRU

DATE:

10.12.20

The luminaire bears a CSA label and is marked suitable for wet locations
Warranty: 2 2 36003900 13139 350 mA
5 year limited warranty covering LED array and LED driver(s). 55 2 61006450 107113 700 mA
8 36 q00g700 108114 700 mA
no 3 124001800 110116 700 mA
36 60 520016200 M7 700 mA
Catalog number:

Series Engine/Wattage Color Temp Distribution Finish Options
PCADS - Designer Small 271D - 241505 @ 27W 3K - 3000K, 70 CRI 2-Type s BZ - Bronze BLANK
PCADL - Designer Large K - 400K, 70 CRI . BL- PC120 - 120V Photocell

SSLED - 24LEDS @ S5W 3:Type3 GN - Green PC277 - 277V Photocell
8SLED - 36LEDS @ 85W 4-Typeq CR - Cast Rings

110LED - 48LEDS @ 110W+*
136LED - 60LEDS @ 136W

Large Orly

AW - Type 4 Wide
5R - Type 5 Rectangle
5W - Type § Round

BC - Backlight Control

For more information visit our website: www.progresslighting com

Progress Lighting - 701 Millennium Boulevard « Greenville, SC 20607
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REVISIONS:

ACCOUNT MANAGER:

TIM MCNULTY

GENERAL NOTES:

THIS LIGHTING DESIGN IS BASED ON LIMITED INFORMATION
SUPPLIED BY OTHERS TO PROGRESS COMMERCIAL. SITE
DETAILS PROVIDED HEREIN ARE REPRODUCED ONLY AS A
VISUALIZATION ~AID AND  FIELD ~DEVIATIONS ~ MAY
SIGNIFICANTLY AFFECT PREDICTED PERFORMANCE. PRIOR
TO INSTALLATION - CRITICAL SITE INFORMATION (POLE
LOCATIONS, ORIENTATION, MOUNTING HEIGHT, ETC) SHOULD
BE COORDINATED WITH THE CONTRACTOR AND/OR
SPECIFIER ~ RESPONSIBLE ~ FOR  THE  PROJECT.
CONFORMANCE TO FACILITY CODE AND OTHER LOCAL
REQUIREMENTS IS THE RESPONSIBILITY OF THE OWNER
AND/OR THE OWNER'S REPRESENTATIVE.

PROJECT NUMBER:

101220AC



